
CRASH ANALYSIS REPORT 
 

SR 826/Palmetto Expressway Express Lanes  
Project Development and Environment (PD&E) Study 

 
 

FDOT Financial Project Identification Number: 432639-1-22-02 
Efficient Transportation and Decision Making (ETDM) Number: 14308 

 
 

Project Study Limits: 
From US 1/SR 5/Dixie Highway to SR 836/Dolphin Expressway 

Miami-Dade County, Florida 
 

Prepared for: 
 

 
 

FDOT District Six 
1000 NW 111th Avenue 
Miami, Florida 33172 

 
 
 
 
 

 
 JUNE 2019 

 

FINAL 

In Coordination with: 
The Corradino Group 
4055 NW 97th Avenue 

Miami, FL 33178 
 

Prepared by: 
Choice Engineering Consultants, Inc. 

12855 SW 132nd Street, Suite 200 
Miami, FL 33186 

 



Crash Analysis Report  
SR 826/Palmetto Expressway PD&E Study 

Page i 

TABLE OF CONTENTS 
 

1.0 INTRODUCTION ................................................................................................... 1 

1.1 AREA OF INFLUENCE ................................................................................................. 2 

2.0 FREEWAY CRASH ANALYSIS ................................................................................ 4 

2.1 SR 826 FROM US-1 TO NORTH OF SR 874 – SOUTH SEGMENT ...................................... 4 
2.1.1   Crash Distribution by Crash Type ............................................................................. 7 
2.1.2   Crash Trends by Severity ........................................................................................... 8 
2.1.3   Crash Distribution by Lighting Conditions ............................................................... 9 
2.1.4   Crash Distribution by Road Surface Conditions .................................................. 10 
2.1.5   Crash Distribution by Time of Day ......................................................................... 11 
2.1.6   Crash Distribution by Contributing Causes .......................................................... 12 
2.1.7   Crash Distribution by Milepost ................................................................................ 13 
2.1.8   Average Crash Rates Review ................................................................................ 14 
2.1.9   High Crash List Review ............................................................................................ 15 

2.2 SR 826 FROM NORTH OF SR 874 TO NW 25 STREET – NORTH SEGMENT ..................... 16 
2.2.1   Crash Distribution by Crash Type ........................................................................... 18 
2.2.2   Crash Trends by Severity ......................................................................................... 19 
2.2.3   Crash Distribution by Lighting Conditions ............................................................. 20 
2.2.4   Crash Distribution by Road Surface Conditions .................................................. 21 
2.2.5   Crash Distribution by Time of Day ......................................................................... 22 
2.2.6   Crash Distribution by Contributing Causes .......................................................... 23 
2.2.7   Crash Distribution by Milepost ................................................................................ 24 
2.2.8   Average Crash Rates Review ................................................................................ 25 
2.2.9   High Crash List Review ............................................................................................ 26 

2.3 SR 836/DOLPHIN EXPRESSWAY ............................................................................... 27 
2.3.1 Crash Distribution by Crash Type .......................................................................... 29 
2.3.2 Crash Trends by Severity ........................................................................................ 30 
2.3.3 Crash Distribution by Lighting Conditions ............................................................ 31 
2.3.4 Crash Distribution by Road Surface Conditions ................................................. 32 
2.3.5 Crash Distribution by Time of Day ......................................................................... 33 
2.3.6 Crash Distribution by Contributing Causes ......................................................... 34 
2.3.7 Crash Distribution by Milepost ............................................................................... 35 
2.3.8 Average Crash Rates Review ............................................................................... 36 
2.3.9 High Crash List Review ........................................................................................... 37 

3.0 INTERCHANGE CRASH ANALYSIS ..................................................................... 38 

3.1 NW 25TH STREET INTERCHANGE ................................................................................ 39 
3.2 SR 836/DOLPHIN EXPRESSWAY INTERCHANGE .......................................................... 41 
3.3 SR 968/FLAGLER STREET INTERCHANGE .................................................................... 43 
3.4 SR 90/SW 8TH STREET INTERCHANGE ........................................................................ 45 
3.5 SW 24TH STREET/CORAL WAY INTERCHANGE ............................................................ 47 



Crash Analysis Report  
SR 826/Palmetto Expressway PD&E Study 

Page ii 

3.6 SR 976/SW 40TH STREET/BIRD ROAD INTERCHANGE .................................................. 49 
3.7 SR 874/DON SHULA EXPRESSWAY INTERCHANGE ...................................................... 51 
3.8 SW 56TH STREET/MILLER DRIVE INTERCHANGE ........................................................... 53 
3.9 SR 986/SW 72ND STREET/SUNSET DRIVE INTERCHANGE .............................................. 55 
3.10 SR 94/SW 88TH STREET/KENDALL DRIVE INTERCHANGE .............................................. 57 
3.11 SR 5/US 1/SOUTH DIXIE HIGHWAY INTERCHANGE ..................................................... 59 

4.0 ARTERIAL AND INTERSECTION CRASH ANALYSIS ............................................ 61 

4.1 NW 25TH STREET AT SR 826 INTERCHANGE ................................................................ 63 
4.2 SR 968/FLAGLER STREET FROM SW 82ND AVENUE TO SW 72ND AVENUE ...................... 63 
4.3 SR 90/SW 8TH STREET FROM SW 82ND AVENUE TO SW 74TH AVENUE .......................... 63 
4.4 SW 24TH STREET/CORAL WAY FROM SW 82ND AVENUE TO SW 74TH AVENUE .............. 64 
4.5 SR 976/BIRD ROAD FROM SW 79TH AVENUE TO SW 72ND AVENUE ............................ 64 
4.6 SW 56TH STREET/MILLER DRIVE FROM SW 77TH COURT TO SW 72ND AVENUE ............... 64 
4.7 SR 986/SUNSET DRIVE FROM SW 77TH COURT TO SW 72ND AVENUE .......................... 64 
4.8 SR 94/KENDALL DRIVE FROM SW 79TH AVENUE TO SW DADELAND BOULEVARD ......... 65 
4.9 SW 98TH STREET FROM SW 77TH AVENUE TO SW 73RD COURT ..................................... 65 
4.10 SR 5/US 1 FROM SW 112TH STREET TO SW 98TH STREET .............................................. 65 

5.0 SUMMARY OF FINDINGS ................................................................................... 66 

 

LIST OF FIGURES 
 
Figure 1-1 – Project Location Map ............................................................................................. 2 
Figure 1-2 – Area of Influence ..................................................................................................... 3 
Figure 2-1 – SR 826 Crash Distribution by Crash Type – South Segment ................................ 7 
Figure 2-2 – SR 826 Crashes by Severity – South Segment ...................................................... 8 
Figure 2-3 – SR 826 Crash Distribution by Lighting Conditions – South Segment .................. 9 
Figure 2-4 – SR 826 Crash Distribution by Road Surface Conditions – South Segment ..... 10 
Figure 2-5 – SR 826 Crash Distribution by Time of Day – South Segment ............................. 11 
Figure 2-6 – SR 826 Crash Distribution by Milepost – South Segment ................................... 13 
Figure 2-7 – SR 826 Crash Distribution by Crash Type – North Segment .............................. 18 
Figure 2-8 – SR 826 Crashes by Severity – North Segment ..................................................... 19 
Figure 2-9 – SR 826 Crash Distribution by Lighting Conditions – North Segment ................ 20 
Figure 2-10 – SR 826 Crash Distribution by Road Surface Conditions – North Segment .... 21 
Figure 2-11 – SR 826 Crash Distribution by Time of Day – North Segment ........................... 22 
Figure 2-12 – SR 826 Crash Distribution by Milepost – North Segment ................................. 24 
Figure 2-13 – SR 836 Crash Distribution by Crash Type ........................................................... 29 
Figure 2-14 – SR 836 Crashes by Severity ................................................................................. 30 
Figure 2-15 – SR 836 Crash Distribution by Lighting Conditions ............................................. 31 
Figure 2-16 – SR 836 Crash Distribution by Road Surface Conditions .................................. 32 
Figure 2-17 – SR 836 Crash Distribution by Time of Day ......................................................... 33 



Crash Analysis Report  
SR 826/Palmetto Expressway PD&E Study 

Page iii 

Figure 2-18 – SR 836 Crash Distribution by Milepost ................................................................ 35 
Figure 3-1 – NW 25th Street Interchange Influence Area ....................................................... 39 
Figure 3-2 – SR 836/Dolphin Expressway Interchange Influence Area ................................ 41 
Figure 3-3 – SR 968/Flagler Street Interchange Influence Area ............................................ 43 
Figure 3-4 – SR 90/SW 8th Street Interchange Influence Area ............................................... 45 
Figure 3-5 – SW 24th Street/Coral Way Interchange Influence Area.................................... 47 
Figure 3-6 – SR 976/SW 40th Street/Bird Road Interchange Influence Area ......................... 49 
Figure 3-7 – SR 874/Don Shula Expressway Interchange Influence Area ............................ 51 
Figure 3-8 – SW 56th Street/Miller Drive Interchange Influence Area ................................... 53 
Figure 3-9 – SR 986/SW 72nd Street/Sunset Drive Interchange Influence Area ................... 55 
Figure 3-10 – SR 94/SW 88th Street/Kendall Drive Interchange Influence Area ................... 57 
Figure 3-11 – SR 5/US 1/South Dixie Highway Interchange Influence Area ......................... 59 
 

LIST OF TABLES 
 
Table 2-1 – SR 826 Summary of Crashes – South Segment ...................................................... 6 
Table 2-2 – SR 826 Crash Distribution by Contributing Causes – South Segment ............... 12 
Table 2-3 – SR 836 Actual Crash Rate vs. Average Crash Rate – South Segment............. 14 
Table 2-4 – SR 836 High Crash List Review – South Segment ................................................. 15 
Table 2-5 – SR 826 Summary of Crashes – North Segment .................................................... 17 
Table 2-6 – SR 826 Crash Distribution by Contributing Causes – North Segment ............... 23 
Table 2-7 – SR 836 Actual Crash Rate vs. Average Crash Rate – North Segment ............. 25 
Table 2-8 – SR 826 High Crash List Review – North Segment ................................................. 26 
Table 2-9 – SR 836 Summary of Crashes .................................................................................. 28 
Table 2-10 – SR 836 Crash Distribution by Contributing Causes ........................................... 34 
Table 2-11 – SR 836 Actual Crash Rate vs. Average Crash Rate ......................................... 36 
Table 2-12 – SR 836 High Crash List Review ............................................................................. 37 
Table 3-1 – NW 25th Street Interchange Crash Summary ...................................................... 40 
Table 3-2 – SR 836/Dolphin Expressway Interchange Crash Summary ................................ 42 
Table 3-3 – SR 968/Flagler Street Interchange Crash Summary ............................................ 44 
Table 3-4 – SR 90/SW 8th Street Interchange Crash Summary ............................................... 46 
Table 3-5 – SW 24th Street/Coral Way Interchange Crash Summary ................................... 48 
Table 3-6 – SR 976/SW 40th Street/Bird Road Interchange Crash Summary ........................ 50 
Table 3-7 – SR 874/Don Shula Expressway Interchange Crash Summary ........................... 52 
Table 3-8 – SW 56th Street/Miller Drive Interchange Crash Summary ................................... 54 
Table 3-9 – SR 986/SW 72nd Street/Sunset Drive Interchange Crash Summary ................... 56 
Table 3-10 – SR 94/SW 88th Street/Kendall Drive Interchange Crash Summary .................. 58 
Table 3-11 – SR 5/US 1/South Dixie Highway Interchange Crash Summary ........................ 60 
Table 4-1 – Arterial Crash Summary ......................................................................................... 62 
 



Crash Analysis Report  
SR 826/Palmetto Expressway PD&E Study 

Page iv 

LIST OF APPENDICES 
 
Appendix A – SR 826 Crash Data (2011-2015) 
Appendix B – SR 836 Crash Data (2011-2015) 
Appendix C – Interchange Crash Data (2011-2015) 
Appendix D – Arterial Crash Data (2011-2015)



 Crash Analysis Report  
SR 826/Palmetto Expressway PD&E Study 

Page 1 

1.0 INTRODUCTION 
 
The Florida Department of Transportation, District Six (FDOT) has recently started a 
Project Development and Environmental Study (PD&E) for SR 826 (Palmetto 
Expressway) from US 1/SR 5 to SR 836 (Dolphin Expressway), a distance of 
approximately seven miles (see Figure 1-1). The PD&E Study is proposing corridor 
improvements that will add highway and interchange capacity with the 
implementation of an express lanes system and interchange improvements. The 
project is located in Miami-Dade County, Florida and is contained within 
unincorporated Miami-Dade. 
 
The PD&E Study will evaluate the following potential types of improvements:  
 

• Implementation of dynamically priced express lanes. 
• Access and ramp connections to and from the express lanes (ingress and 

egress access points).  
• Interchange improvements – Modification of existing entrance and exit 

ramps serving the interchanges within the project limits. 
• Intersection improvements – Widening and turn lane modifications along 

the cross streets to facilitate the ramp modifications and improve the 
access and operation of the corridors upstream and downstream from the 
interchanges. 

 
SR 826 is one of the most traveled transportation corridors in Miami-Dade County. 
This multilane expressway extends south-north from US 1 to the Golden Glades 
Interchange for a distance of approximately 25 miles. SR 826 connects southern 
Miami-Dade County to northern Miami-Dade County and serves as a feeder 
route to the County's busiest east-west corridor, SR 836. SR 826 also provides 
system-level connections to I-95, I-75, SR 924 (Gratigny Parkway) and SR 874 (Don 
Shula Expressway). SR 826 is part of the Strategic Intermodal System (SIS) and 
National Highway System (NHS). SR 826 is listed as a local evacuation route in 
Miami-Dade County.  
 
Within the study area, SR 826 is identified as Section 87260000 on the State 
Highway System. This segment of SR 826 is functionally classified as an Urban Other 
Freeway/Expressway and has a posted speed limit of 55 miles per hour. The 
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access management classification for this corridor is Class 1, Area Type 2, Freeway 
in an existing urbanized area with limited access. 
 

 
Figure 1-1 – Project Location Map 

1.1 AREA OF INFLUENCE 
 
There are eleven existing interchanges within the area of influence (see Figure 1-
2). Nine of the eleven interchanges provide connection to arterial/collector 
facilities. Two major system-to-system interchanges within the project limits are SR 
826 with SR 874 and SR 826 with SR 836. These system-to-system interchanges 
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provide a connection between major expressways, which services and distributes 
traffic originating from or destined to the north, south, east, and west portions of 
Miami-Dade County. There are 43 intersections in the area of influence including 
27 arterial intersections and 16 ramp terminal (interchange) intersections. 
 

 
Figure 1-2 – Area of Influence 
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2.0 FREEWAY CRASH ANALYSIS 
 
Crash data on SR 826 from US 1 to NW 25th Street and on SR 836 from SR 973/NW 
87th Avenue to SR 969/Milam Dairy Road/NW 72 Avenue was obtained from the 
FDOT’s Crash Analysis Reporting System. The crash data from the latest five-year 
period included crashes reported between January 1, 2011 and December 31, 
2015. Trends, patterns and comparison of crash rates are presented for both SR 
826 and SR 836 separately below and focuses on crashes that occurred on the 
mainlines only. Crashes that occurred within ramp junctions, interchanges and 
corresponding influence areas including arterials will be presented separately in 
later sections of this report. 
 
SR 826 (Section 87260000) has varying typical sections and year 2015 Annual 
Average Daily Traffic (AADT) within the study limits.  The southern segment of SR 
826 from US 1 (Mile Post 0.000) to north of SR 874 (MP 3.690) consists primarily of six 
travel lanes (three lanes in each direction) and has a 2015 AADT range of 
between 49,500 and 122,500 vehicles per day (vpd) based on the FDOT Florida 
Traffic Online (FTI) reports for Portable Traffic Monitoring Sites (PTMS) within the 
south segment for stations 87-0562, 87-0563, 87-0564, and 87-0565. In contrast, the 
northern segment of SR 826 from north of SR 874 (3.700) to north of NW 25 Street 
(MP 8.586) consists primarily of ten travel lanes (five lanes in each direction) and 
two undesignated High Occupancy Vehicle (HOV) lanes (one in each direction) 
and has a 2015 AADT range of between 159,000 and 194,500 vpd based on the 
FDOT FTI reports for PTMS within the north segment for stations 87-0566, 87-0567, 
87-0568, and 87-0569. Consequently, the study corridor limits were divided in two 
segments for the analysis of crash data; the south segment and the north 
segment.   
 

2.1 SR 826 FROM US-1 TO NORTH OF SR 874 – SOUTH SEGMENT  
 
The south segment of SR 826 from US 1 (MP 0.00) to north of SR 874 (MP 3.690) 
spans a total length of 3.69 miles, or approximately 43% of the entire study corridor, 
and traverses the SR 5/US 1 Interchange (MP 0.000), SR 94/SW 88 Street/N. Kendall 
Drive interchange (MP 0.858), SR 986/SW 72 Street/Sunset Drive Interchange (MP 
1.864), SW 56 Street/Miller Drive (MP 2.884), and SR 874 Interchange (MP 3.199) 
from south to north, respectively.  
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A crash summary was developed for this segment to categorize the relevant 
crashes by type, severity, lighting conditions, surface conditions and time of day 
including month of the year, day of the week and hour of the day to identify crash 
patterns or clusters and determine probable causes. Table 2-1 summarizes the 
crash statistics for the south segment of SR 826.   
 
Overall, there were a total of 492 crashes along the south segment of SR 826 
during the five-year crash period with 120 crashes in 2011, 90 crashes in 2012, 89 
crashes in 2013, 88 crashes in 2014, and 105 crashes in 2015 that occurred on the 
south segment SR 826.  Further review of these crashes by direction suggests that 
overall, 208 (42.3%) crashes occurred in the northbound direction, 280 (56.9%) 
crashes occurred in the southbound direction, and 4 (0.8%) crashes were 
unknown.  The following summarizes the crashes by direction occurring each year: 
 
• 120 crashes with 51 (42.5%) northbound and 69 (57.5%) southbound in 2011,  

• 90 crashes with 40 (44.4%) northbound, 48 (53.3%) southbound and 2 (2.2%) 

unknowns in 2012,  

• 89 crashes with 36 (40.4%) northbound, 51 (57.3%) southbound and 2 (2.2%) 

unknowns in 2013,  

• 88 crashes with 37 (42.0%) northbound and 51 (58.0%) southbound in 2014, and  

• 105 crashes with 44 (41.9%) northbound and 61 (58.1%) southbound in 2015. 

 
A detailed crash analysis of these crashes is provided in the following sections and 
is referenced in Appendix A.  
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Table 2-1 – SR 826 Summary of Crashes – South Segment 
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2.1.1   Crash Distribution by Crash Type 

An analysis of crash distribution by crash types was performed to identify the 
predominant crash patterns along the south segment of the corridor. Figure 2-1 
shows the crash distribution summary by crash type for the south segment of SR 
826. 
  

 
Figure 2-1 – SR 826 Crash Distribution by Crash Type – South Segment 

 
As shown in Figure 2-1, the leading crash types include Rear-end with 289 (58.7%) 
crashes, Sideswipe with 93 (18.9%) crashes and Fixed-Object with 57 (11.6%) 
crashes. Rear-end and Sideswipe type crashes are typical of highly congested 
roadways with frequent stop-and-go traffic conditions.  
 
  

Rear End Sideswipe Fixed Object Others
2011 54 19 28 19
2012 55 24 6 5
2013 49 18 13 9
2014 56 15 5 12
2015 75 17 5 8
Total 289 93 57 53
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2.1.2   Crash Trends by Severity 

An analysis of crash frequency by severity was performed to determine the overall 
trends along the south segment of the corridor. Figure 2-2 shows the crashes by 
severity summary for the south segment of SR 826. 
 

 
Figure 2-2 – SR 826 Crashes by Severity – South Segment 

 
As shown in Figure 2-2, there were 289 (58.7%) “Property Damage Only Crashes” 
and 200 (40.7 %) “Injury Crashes”. Furthermore, there were 3 (0.6%) “Fatal Crashes” 
reported in the referenced five-year analysis period. 
  

PDO Crashes Fatal Crashes Injury Crashes
2011 69 1 50
2012 47 1 42
2013 56 1 32
2014 59 0 29
2015 58 0 47
Total Crashes 289 3 200
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2.1.3   Crash Distribution by Lighting Conditions 

An analysis of lighting conditions was performed to determine if inadequate 
lighting may have contributed to significant crashes along the south segment of 
the corridor. Figure 2-3 shows the lighting conditions summary for the south 
segment of SR 826. 

 

 
Figure 2-3 – SR 826 Crash Distribution by Lighting Conditions – South Segment 

 
As shown in Figure 2-3, most of the crashes occurred during daylight conditions. 
Of the total 492 crashes that occurred along the south segment, 117 (36.0%) 
crashes occurred during dark/dusk/dawn conditions, which is greater than the 
five-year Districtwide average of 29%. A review of the existing conditions indicates 
that roadway lighting is present along the center median barrier throughout the 
study corridor limits.  
 

Daylight Dusk Dawn Dark Unknown
2011 76 2 0 42 0
2012 50 7 1 30 2
2013 66 4 1 18 0
2014 53 5 0 30 0
2015 66 1 2 34 2
Total Crashes 311 19 4 154 4
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2.1.4   Crash Distribution by Road Surface Conditions 

An analysis of the road surface conditions was performed to determine if 
inadequate road surface conditions has contributed to crashes along the south 
segment of the corridor. Figure 2-4 shows the road surface conditions summary 
for the south segment of SR 826. 
 

 
Figure 2-4 – SR 826 Crash Distribution by Road Surface Conditions – South Segment 

 
As illustrated in Figure 2-4, 130 (26.4%) of the total crashes occurred during wet 
surface conditions, which is greater than the five-year Districtwide average for all 
roadways of 16%. Most crashes however, about 73%, occurred during dry surface 
conditions.  

Dry Wet Others
2011 94 26 0
2012 67 22 1
2013 59 30 0
2014 61 27 0
2015 80 25 0
Total Crashes 361 130 1
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2.1.5   Crash Distribution by Time of Day 

The crash distribution by time of day was analyzed to determine if the hourly 
variations were having a substantial effect on the crash occurrences along the 
south segment of the corridor. Figure 2-5 shows the crash distribution summary by 
time of day for the south segment of SR 826. 
 

 
Figure 2-5 – SR 826 Crash Distribution by Time of Day – South Segment 

 
As shown in Figure 2-5, the time periods with the greatest percentage of crashes 
occur from 6:00 to 9:00 AM (17.5%) and from 3:00 PM to 6:00 PM (20.3%). These 
periods correlate with the typical AM and PM peaks, which experience the worst 
congestion during the day and indicates that most of the crashes can be 
attributed to traffic congestion rather than roadway design features.  
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2.1.6   Crash Distribution by Contributing Causes 

An analysis of the contributing causes was conducted to identify the leading 
contributing causes for crashes along the south segment of the corridor. Table 2-
2 summarizes the contributing causes for crashes occurring on the south segment 
of SR 826. 
 

Table 2-2 – SR 826 Crash Distribution by Contributing Causes – South Segment 

Contributing Cause Total % 
Careless or Negligent Manner 221 45% 
Failed To Keep In Proper Lane 20 4% 
Failed to Yield Right-Of-Way 19 4% 
Drove too Fast for Conditions 13 3% 
Followed too Closely 10 2% 
Improper Passing 8 2% 
Improper Turn 5 1% 
Over-Correcting/Over-Steering 4 1% 
Swerved Or Avoided 4 1% 
Ran Off Roadway 2 0% 
Improper Backing 0 0% 
Ran Red Light 0 0% 
Ran Stop Sign 0 0% 
Exceed Posted Speed 0 0% 
Wrong Side or Wrong Way 0 0% 
Disregarded Other Traffic Sign 0 0% 
Disregarded other Road Markings 0 0% 
Erratic, Reckless or Aggressive 0 0% 
No Contributing Action 82 17% 
Other Contributing Action 104 21% 
Total 492 100% 

 
As indicated in Table 2-2, approximately 53% of the recorded crashes that 
occurred in the south segment of SR 826 is attributed to driver behaviors.  These 
contributing causes include driving in a “Careless or Negligent Manner” with 221 
(45%) crashes, “Failed To Keep In Proper Lane” with 20 (4%) crashes, and “Failed 
To Yield Right-Of-Way” with 19 (4%) crashes. Note, 82 (17%) crashes have “No 
Contributing Action” and 104 (21%) crashes have “Other Contributing Action” 
identified for the contributing cause of the crash.  
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2.1.7   Crash Distribution by Milepost 

Total crashes were plotted by milepost to determine any sections along the south 
segment of the study corridor that experienced a high number of crashes. Figure 
2-6 summarizes the crash distribution by milepost between MP 0.000 and 3.690 
along the south segment of SR 826.  
 

 
Figure 2-6 – SR 826 Crash Distribution by Milepost – South Segment 

 
As shown in Figure 2-6, most crashes occurred between MP 2.5 – 3.0 with 130 (26%) 
crashes, MP 3.0 – 3.69 with 114 (23%) crashes, and MP 1.5 – 2.0 with 85 (17%) 
crashes. These milepost ranges identified correspond with the SR 826 interchanges 
at SR 874 (south side), SR 874 (north side), and SR 986/SW 72nd Drive, respectively. 
Details of the prevalent crash patterns at these interchanges are discussed in 
Section 3.0 of this report. 
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2.1.8   Average Crash Rates Review 

The total number of crashes in the south segment of the study corridor has varied 
between 2011 and 2015 with an average of 98 crashes per year. The Average 
Daily Traffic (ADT) has increased from 79,057 vpd in 2011 to 93,675 vpd in 2015. 
Crash rates in million vehicle miles traveled were calculated to determine if 
variations in total crashes was due to an increase in ADT or influenced by driver 
and/or roadway conditions. Throughout the south segment, the functional 
classification of the corridor is consistent. Therefore, one crash rate was 
calculated for the corridor segment for each year of analysis. Table 2-3 compares 
the actual crash rates (annually) to the statewide and District Six average crash 
rates for corridors with similar functional classification. 

 

Table 2-3 – SR 836 Actual Crash Rate vs. Average Crash Rate – South Segment 

 
As indicated in Table 2-3, the actual crash rate for the south segment of SR 826 is 
below the average crash rate for other corridors with similar functional 
classification (urban – other limited access) in District Six for all years between 2011 
and 2015, which may be attributed to the increase in ADT. Similarly, the actual 
crash rate for the south segment of SR 826 is below the statewide average crash 
rate in all years 2011 through 2015. 
 
  

Year 2011 2012 2013 2014 2015 
Number of Crashes 120 90 89 88 105 
Average Daily Traffic (ADT) 79,057 78,429 95,239 92,422 93,675 
Actual Crash Rate (ACR) 1.127 0.852 0.694 0.707 0.832 
District Six Average Crash Rate (A) 1.799 1.875 1.899 2.017 2.312 
Average Vehicle Exposure (M) 106.478 105.632 128.273 124.479 126.166 
Statewide Average Crash Rate 1.380 1.867 1.793 1.927 2.090 
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2.1.9   High Crash List Review 

The FDOT’s High Crash Lists for spots (ramp junctions) and segments were 
reviewed to identify whether any locations experienced an abnormally high 
number of crashes along the south segment of the study corridor. Table 2-4 
provides a summary list of the spots (ramp junctions) and segments along the 
south segment of SR 826 identified in the 2011-2015 FDOT High Crash Lists (HCL).  

 

Table 2-4 – SR 836 High Crash List Review – South Segment 

 
Note: Study limits include SR 826/Palmetto Expressway (Roadway ID # 87260000), from milepost 0.000 to 3.690. 

 
As indicated in Table 2-4, spots (ramp junctions) identified in the 2011-2015 FDOT 
HCL include MP 1.981 and MP 2.800 which is associated with the SR 826 
southbound off-ramps to SR 986/Sunset Drive and SW 56 Street/Miller Drive, 
respectively. The segment identified in the 2011-2015 FDOT HCL spans between 
MP 0.000 and 0.300 which is associated with the section of SR 826 between SR 
5/US 1 and S Dadeland Boulevard.  
 
 
  

Location Spot (Ramp Junction) Description Segment Description

SR 826
South Segment

2011-2015 HCL at MP 1.981
2011-2015 HCL at MP 2.800

SB SR 826 Off-Ramp to WB SR 986
SB SR 826 Off-Ramp to SW 56 St

2011-2015 HCL from MP 0.000 to MP 0.300 US 1 to S Dadeland Blvd

High Crash List (HCL) Check
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2.2 SR 826 from North of SR 874 to NW 25 Street – North Segment  
 
The north segment of SR 826 from north of SR 874 (MP 3.700) to north of NW 25 
Street (MP 8.586) spans a total length of 4.896 miles, or approximately 57% of the 
entire study corridor, and traverses the SR 976/SW 40 Street/Bird Road interchange 
(MP 3.921), SW 24 St/Coral Way Interchange (MP 4.985), SR 90/SW 8 Street 
Interchange (MP 5.982), SR 968/W Flagler Street Interchange (MP 6.488), SR 836 
Interchange (MP 7.223), and NW 25 Street Interchange (MP 8.374) from south to 
north, respectively.  
 
A crash summary was developed for this segment to categorize the relevant 
crashes by type, severity, lighting conditions, surface conditions and time of day 
including month of the year, day of the week and hour of the day to identify crash 
patterns or clusters and determine probable causes. Table 2-5 summarizes the 
crash statistics for the north segment of SR 826.   
 
Overall, there were a total of 4,063 crashes along the north segment of SR 826 
during the five-year crash period with 834 crashes in 2011, 778 crashes in 2012, 759 
crashes in 2013, 859 crashes in 2014, and 833 crashes in 2015 that occurred on the 
north segment SR 826.  Further review of these crashes by direction suggests that 
overall, 2,207 (54.3%) crashes occurred in the northbound direction, 1,848 (45.5%) 
crashes occurred in the southbound direction, and 8 (0.2%) crashes were 
unknown.  The following summarizes the crashes by direction occurring each year: 
 
• 834 crashes with 453 (54.3%) northbound, 378 (45.3%) southbound and 3 (0.4%) 

unknowns in 2011,  

• 778 crashes with 408 (52.4%) northbound, 368 (47.3%) southbound and 2 (0.3%) 

unknowns in 2012,  

• 759 crashes with 433 (57.0%) northbound, 324 (42.7%) southbound and 2 (0.3%) 

unknowns in 2013,  

• 859 crashes with 460 (53.6%) northbound, 398 (46.3%) southbound and 1 (0.1%) 

unknown in 2014, and  

• 833 crashes with 453 (54.4%) northbound and 380 (45.6%) southbound in 2015. 

 
A detailed crash analysis of these crashes is provided in the following sections and 
is referenced in Appendix A.  
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Table 2-5 – SR 826 Summary of Crashes – North Segment 

  

2011 2012 2013 2014 2015

CRASH TYPE Rear End 526 475 455 506 471 2433 487 59.9%
Head On 0 0 0 0 0 0 0 0.0%
Angle 0 0 0 0 0 0 0 0.0%
Left Turn 0 0 0 0 0 0 0 0.0%
Right Turn 0 0 0 0 0 0 0 0.0%
Sideswipe 135 123 135 197 165 755 151 18.6%
Backed Into 0 0 0 0 0 0 0 0.0%
Coll. w/ Parked Car 1 2 3 1 3 10 2 0.2%
Coll. w/ Pedestrian 0 0 0 0 0 0 0 0.0%
Coll. w/ Bicycle 0 0 0 0 0 0 0 0.0%
Fixed Object 49 74 69 67 88 347 69 8.5%
Ran Off Road 0 0 0 0 0 0 0 0.0%
Overturned 5 4 4 1 4 18 4 0.4%
Other 118 100 93 87 102 500 100 12.3%
Total Crashes 834 778 759 859 833 4063 813 100.0%

SEVERITY PDO Crashes 503 517 566 622 614 2822 564 69.5%
Fatal Crashes 0 2 0 0 4 6 1 0.1%
Injury Crashes 331 259 193 237 215 1235 247 30.4%

LIGHTING Daylight 584 532 505 601 579 2801 560 68.9%
CONDITIONS Dusk 24 27 28 26 23 128 26 3.2%

Dawn 8 14 16 14 24 76 15 1.9%
Dark 218 203 208 211 207 1047 209 25.8%
Unknown 0 2 2 7 0 11 2 0.3%

SURFACE Dry 662 601 575 695 676 3209 642 79.0%
CONDITIONS Wet 171 175 183 163 157 849 170 20.9%

Others 1 2 1 1 0 5 1 0.1%
MONTH January 79 65 49 50 44 287 57 7.1%
OF YEAR February 68 71 53 56 78 326 65 8.0%

March 73 63 54 71 73 334 67 8.2%
April 65 57 76 47 64 309 62 7.6%
May 55 51 65 70 72 313 63 7.7%
June 74 63 53 91 73 354 71 8.7%
July 57 66 80 80 51 334 67 8.2%
August 54 75 57 60 85 331 66 8.1%
September 68 62 71 74 94 369 74 9.1%
October 68 95 67 101 71 402 80 9.9%
November 87 60 65 77 75 364 73 9.0%
December 86 50 69 82 53 340 68 8.4%

DAY Sunday 107 104 124 104 132 571 114 14.1%
OF WEEK Monday 141 129 105 147 136 658 132 16.2%

Tuesday 135 98 107 124 123 587 117 14.4%
Wednesday 115 126 121 137 127 626 125 15.4%
Thursday 157 149 132 158 133 729 146 17.9%
Friday 106 94 96 122 110 528 106 13.0%
Saturday 73 78 74 67 72 364 73 9.0%

HOUR 12:00 AM - 06:00 AM 59 70 55 69 78 331 66 8.1%
OF DAY 06:00 AM - 09:00 AM 124 132 141 140 159 696 139 17.1%

09:00 AM - 11:00 AM 76 88 73 106 87 430 86 10.6%
11:00 AM - 01:00 PM 87 79 66 89 75 396 79 9.7%
01:00 PM - 03:00 PM 108 99 82 98 101 488 98 12.0%
03:00 PM - 06:00 PM 174 128 138 145 154 739 148 18.2%
06:00 PM - 08:00 PM 104 78 108 123 87 500 100 12.3%
08:00 PM - 11:59 PM 102 104 96 89 92 483 97 11.9%

SR 826/Palmetto Expressway from SR 
874 to NW 25 Street

Year 
Number of Crashes

5 Year 
Total 

Crashes

Mean 
Crashes 

Per 
Year

%
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2.2.1   Crash Distribution by Crash Type 

An analysis of crash distribution by crash types was performed to identify the 
predominant crash patterns along the north segment of the corridor. Figure 2-7 
shows the crash distribution summary by crash type for the north segment of SR 
826. 

 

 
Figure 2-7 – SR 826 Crash Distribution by Crash Type – North Segment 

 
As shown in Figure 2-7, the leading crash types include Rear-end with 2,433 
(59.9%) crashes, Sideswipe with 755 (18.6%) crashes and Other with 500 (12.3%) 
crashes. Rear-end and Sideswipe type crashes are typical of highly congested 
roadways with frequent stop-and-go traffic conditions.  
 
  

Rear End Sideswipe Fixed Object Coll. w/
Parked Car Overturned Others

2011 526 135 49 0 0 124
2012 475 123 74 1 5 100
2013 455 135 69 2 4 94
2014 506 197 67 3 4 82
2015 471 165 88 1 1 107
Total 2433 755 347 7 14 507
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2.2.2   Crash Trends by Severity 

An analysis of crash frequency by severity was performed to determine the overall 
trends along the north segment of the corridor. Figure 2-8 shows the crashes by 
severity summary for the north segment of SR 826. 
 

 
Figure 2-8 – SR 826 Crashes by Severity – North Segment 

 
As shown in Figure 2-8, there were 2,822 (69.5%) “Property Damage Only Crashes” 
and 1,235 (30.4 %) “Injury Crashes”. Furthermore, there were 6 (0.1%) “Fatal 
Crashes” reported in the referenced five-year analysis period. 
  

PDO Crashes Fatal Crashes Injury Crashes
2011 503 0 331
2012 517 2 259
2013 566 0 193
2014 622 0 237
2015 614 4 215
Total Crashes 2822 6 1235
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2.2.3   Crash Distribution by Lighting Conditions 

An analysis of lighting conditions was performed to determine if inadequate 
lighting may have contributed to significant crashes along the north segment of 
the corridor. Figure 2-9 shows the lighting conditions summary for the north 
segment of SR 826. 

 

 
Figure 2-9 – SR 826 Crash Distribution by Lighting Conditions – North Segment 

 
As shown in Figure 2-9, most of the crashes occurred during daylight conditions. 
Of the total 4,063 crashes that occurred along the north segment, 1,251 (30.8%) 
crashes occurred during dark/dusk/dawn conditions, which is greater than the 
five-year Districtwide average of 29%. A review of the existing conditions indicates 
that roadway lighting is present along the center median barrier throughout the 
study corridor limits.  

Daylight Dusk Dawn Dark Unknown
2011 584 24 8 218 0
2012 532 27 14 203 2
2013 505 28 16 208 2
2014 601 26 14 211 7
2015 579 23 24 207 0
Total Crashes 2801 128 76 1047 11
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2.2.4   Crash Distribution by Road Surface Conditions 

An analysis of the road surface conditions was performed to determine if 
inadequate road surface conditions has contributed to crashes along the north 
segment of the corridor. Figure 2-10 shows the road surface conditions summary 
for the north segment of SR 826. 
 

 
Figure 2-10 – SR 826 Crash Distribution by Road Surface Conditions – North Segment 

 
As illustrated in Figure 2-10, 849 (20.9%) of the total crashes occurred during wet 
surface conditions, which is greater than the five-year Districtwide average for all 
roadways of 16%. Most crashes however, about 79%, occurred during dry surface 
conditions.  

Dry Wet Others
2011 662 171 1
2012 601 175 2
2013 575 183 1
2014 695 163 1
2015 676 157 0
Total Crashes 3209 849 5
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2.2.5   Crash Distribution by Time of Day 

The crash distribution by time of day was analyzed to determine if the hourly 
variations were having a substantial effect on the crash occurrences along the 
north segment of the corridor. Figure 2-11 shows the crash distribution summary 
by time of day for the north segment of SR 826. 
 

 
Figure 2-11 – SR 826 Crash Distribution by Time of Day – North Segment 

 
As shown in Figure 2-11, the time periods with the greatest percentage of crashes 
occur from 6:00 to 9:00 AM (17.1%) and from 3:00 PM to 6:00 PM (18.2%). These 
periods correlate with the typical AM and PM peaks, which experience the worst 
congestion during the day and indicates that most of the crashes can be 
attributed to traffic congestion rather than roadway design features.  
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2.2.6   Crash Distribution by Contributing Causes 

An analysis of the contributing causes was conducted to identify the leading 
contributing causes for crashes along the north segment of the corridor. Table 2-
6 summarizes the contributing causes for crashes occurring on the north segment 
of SR 826. 
 

Table 2-6 – SR 826 Crash Distribution by Contributing Causes – North Segment 

Contributing Cause Total % 
Careless or Negligent Manner 2,287 56% 
Failed To Keep In Proper Lane 201 5% 
Failed to Yield Right-Of-Way 167 4% 
Improper Passing 75 2% 
Followed too Closely 69 2% 
Swerved Or Avoided 28 1% 
Improper Turn 20 0% 
Drove too Fast for Conditions 19 0% 
Over-Correcting/Over-Steering 6 0% 
Wrong Side or Wrong Way 5 0% 
Erratic, Reckless or Aggressive 3 0% 
Improper Backing 2 0% 
Ran Off Roadway 2 0% 
Exceed Posted Speed 1 0% 
Disregarded Other Traffic Sign 1 0% 
Disregarded other Road Markings 1 0% 
Ran Red Light 0 0% 
Ran Stop Sign 0 0% 
No Contributing Action 500 12% 
Other Contributing Action 676 17% 
Total 4,063 100% 

 
As indicated in Table 2-6, approximately 65% of the recorded crashes that 
occurred in the north segment of SR 826 is attributed to driver behaviors.  These 
contributing causes include driving in a “Careless or Negligent Manner” with 2,287 
(56%) crashes, “Failed To Keep In Proper Lane” with 201 (5%) crashes, and “Failed 
To Yield Right-Of-Way” with 167 (4%) crashes. Note, 500 (12%) crashes have “No 
Contributing Action” and 676 (17%) crashes have “Other Contributing Action” 
identified for the contributing cause of the crash.  
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2.2.7   Crash Distribution by Milepost 

Total crashes were plotted by milepost to determine any sections along the north 
segment of the study corridor that experienced a high number of crashes. Figure 
2-12 summarizes the crash distribution by milepost between MP 3.700 and 8.586 
along the north segment of SR 826.  
 

 
Figure 2-12 – SR 826 Crash Distribution by Milepost – North Segment 

 
As shown in Figure 2-12, most crashes occurred between MP 7.0 – 7.5 with 720 
(18%) crashes, MP 8.0 – 8.586 with 674 (17%) crashes, and MP 6.0 – 6.5 with 656 
(16%) crashes. These milepost ranges identified correspond with the SR 826 
interchanges at SR 836, NW 25 Street and SR 90/SW 8 Street (north side), 
respectively. It’s important to note that within the referenced years (2011-2015), 
the FDOT project (FM#249581-1-52-01) was under construction adding lanes 
along SR 826 from north of SR 90/SW 8th Street to south of NW 25th Street. Further 
review of the crash data revealed that 544 (13.4%) crashes reported were 
attributed to work zone related activities, perhaps including the maintenance of 
traffic (MOT) for this project. Details of the prevalent crash patterns at these 
interchanges are discussed in Section 3.0 of this report. 
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2013 62 37 26 74 135 111 173 35 106
2014 96 44 51 82 141 119 167 30 129
2015 69 42 34 84 116 90 180 44 174
Total Crashes 508 217 227 398 656 481 720 182 674
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2.2.8   Average Crash Rates Review 

The total number of crashes in the north segment of the study corridor has varied 
slightly between 2011 and 2015 with an average of 813 crashes per year. The 
Average Daily Traffic (ADT) has varied slightly from 193,929 vpd in 2011 to 194,157 
vpd in 2015. Crash rates in million vehicle miles traveled were calculated to 
determine if variations in total crashes was due to an increase in ADT or influenced 
by driver and/or roadway conditions. Throughout the north segment, the 
functional classification of the corridor is consistent. Therefore, one crash rate was 
calculated for the corridor segment for each year of analysis. Table 2-7 compares 
the actual crash rates (annually) to the statewide and District Six average crash 
rates for corridors with similar functional classification. 

 

Table 2-7 – SR 836 Actual Crash Rate vs. Average Crash Rate – North Segment 

 
As indicated in Table 2-7, the actual crash rate for the north segment of SR 826 is 
above the average crash rate for other corridors with similar functional 
classification (urban – other limited access) in District Six for all years between 2011 
and 2015, which may be attributed to the other causes besides an increase in 
ADT, such as driver and/or roadway conditions. Similarly, the actual crash rate for 
the north segment of SR 826 is above the statewide average crash rate for all 
years 2011 through 2015. It’s important to note that within the referenced years 
(2011-2015), the FDOT project (FM#249581-1-52-01) was under construction 
adding lanes along SR 826 from north of SR 90/SW 8th Street to south of NW 25th 
Street. The maintenance of traffic (MOT) of this project may have been attributed 
to approximately 13% of the total crashes identified along this segment of SR 826. 
 
  

Year 2011 2012 2013 2014 2015 
Number of Crashes 834 778 759 859 833 
Average Daily Traffic (ADT) 193,929 183,574 200,131 197,036 194,157 
Actual Crash Rate (ACR) 2.411 2.376 2.127 2.445 2.406 
District Six Average Crash Rate (A) 1.799 1.875 1.899 2.017 2.312 
Average Vehicle Exposure (M) 345.851 327.384 356.912 351.392 346.258 
Statewide Average Crash Rate 1.380 1.867 1.793 1.927 2.090 
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2.2.9   High Crash List Review 

The FDOT’s High Crash Lists for spots (ramp junction) and segments were reviewed 
to identify whether any locations experienced an abnormally high number of 
crashes along the north segment of the study corridor. Table 2-8 provides a 
summary list of the spots (ramp junctions) and segments along the north segment 
of SR 826 identified in the 2011-2015 FDOT High Crash Lists.  
 

Table 2-8 – SR 826 High Crash List Review – North Segment 

 
Note: Study limits include SR 826/Palmetto Expressway (Roadway ID # 87260000), from milepost 3.700 to 8.586. 

 
As indicated in Table 2-8, the major spots (ramp junctions) and segments 
identified in the 2011-2015 FDOT HCL include mileposts associated with the 
interchanges of SR 826 with SR 976/SW 40 Street/Bird Road, SR 90/SW 8th Street, SR 
836 and NW 25th Street. It’s important to note that within the referenced years 
(2011-2015), the FDOT project (FM#249581-1-52-01) was under construction 
adding lanes along SR 826 from north of SR 90/SW 8th Street to south of NW 25th 
Street. Further review of the crash data revealed that 544 (13.4%) crashes reported 
were attributed to work zone related activities, perhaps including the 
maintenance of traffic (MOT) for this project. 
 
  

Location Spot (Ramp Junction) Description Segment Description

SR 826 
North Segment

2011-2015 HCL at MP 3.828/3.831
2011-2015 HCL at MP 4.252
2011-2015 HCL at MP 4.923/4.926
2011-2015 HCL at MP 6.040
2011-2015 HCL at MP 6.072
2011-2015 HCL at MP 6.080
2011-2015 HCL at MP 6.132
2011-2015 HCL at MP 6.615/6.620
2011-2015 HCL at MP 7.184
2011-2015 HCL at MP 8.531

NB SR 826 On-Ramp from WB SR 976
SB SR 826 Off-Ramp to WB SR 976
NB SR 826 On-Ramp from SW 24 St
200 ft S of NB SR 826 On-Ramp from EB SR 90
260 ft S of SB SR 826 Off-Ramp to WB SR 90
NB SR 826 On-Ramp from EB SR 90
SB SR 826 Off-Ramp to WB SR 90
1,100 ft S of NB SR 826 Off-Ramp to EB SR 836
SR 826 Mainline under SR 836 Overpass
SB SR 826 Off-Ramp to NW 25 St

2011-2015 HCL from MP 3.700 to MP 4.100
2011-2015 HCL from MP 4.900 to MP 5.100
2011-2015 HCL from MP 5.800 to MP 6.800
2011-2015 HCL from MP 7.100 to MP 7.600
2011-2015 HCL from MP 8.200 to MP 8.700

N and S of SR 976 interchange
N and S of SW 24 Street interchange
S of SR 90 to S of SR 836
N and S of SR 836 interchange
N and S of NW 25 St interchange

High Crash List (HCL) Check
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2.3 SR 836/DOLPHIN EXPRESSWAY 
 
A crash summary was developed for SR 836 from SR 973/NW 87th Avenue (MP 
2.788) to SR 969/Milam Dairy Road/NW 72 Avenue (MP 5.000) to categorize the 
relevant crashes by type, severity, lighting conditions, surface conditions and time 
of day including month of the year, day of the week and hour of the day to 
identify crash patterns or clusters and determine probable causes. Table 2-9 
summarizes the crash statistics for SR 836. 
 
SR 836 is identified as Section 87200000 on the State Highway System. Overall, 
there were a total of 1,792 crashes during the five-year study period with 306 
crashes in 2011, 349 crashes in 2012, 385 crashes in 2013, 386 crashes in 2014 and 
366 crashes in 2015 that occurred on SR 836 within the study limits. A detailed crash 
analysis of these crashes is provided in the following sections and is referenced in 
Appendix B. 
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Table 2-9 – SR 836 Summary of Crashes 

 

2011 2012 2013 2014 2015

CRASH TYPE Rear End 170 200 194 239 192 995 199.00 55.5%
Head On 0 0 0 0 0 0 0.00 0.0%
Angle 0 0 0 0 0 0 0.00 0.0%
Left Turn 0 0 0 0 0 0 0.00 0.0%
Right Turn 0 0 0 0 0 0 0.00 0.0%
Sideswipe 63 61 78 66 51 319 63.80 17.8%
Backed Into 0 0 0 1 0 1 0.20 0.1%
Coll. w/ Parked Car 0 2 2 0 2 6 1.20 0.3%
Coll. w/ Pedestrian 0 0 0 0 0 0 0.00 0.0%
Coll. w/ Bicycle 0 0 0 0 0 0 0.00 0.0%
Fixed Object 38 39 65 43 75 260 52.00 14.5%
Ran Off Road 0 0 0 0 0 0 0.00 0.0%
Overturned 2 3 1 2 3 11 2.20 0.6%
Other 33 44 45 35 43 200 40.00 11.2%
Total Crashes 306 349 385 386 366 1792 358.40 100.0%

SEVERITY PDO Crashes 180 230 266 294 243 1213 242.60 67.7%
Fatal Crashes 0 1 1 0 2 4 0.80 0.2%
Injury Crashes 126 118 118 92 121 575 115.00 32.1%

LIGHTING Daylight 209 233 250 264 242 1198 239.60 66.9%
CONDITIONS Dusk 4 13 10 15 16 58 11.60 3.2%

Dawn 1 4 9 4 9 27 5.40 1.5%
Dark 92 95 114 101 98 500 100.00 27.9%
Unknown 0 4 2 2 1 9 1.80 0.5%

SURFACE Dry 245 255 293 317 297 1407 281.40 78.5%
CONDITIONS Wet 61 94 91 69 68 383 76.60 21.4%

Others 0 0 1 0 1 2 0.40 0.1%
MONTH January 26 25 25 25 39 140 28.00 7.8%
OF YEAR February 21 25 37 43 32 158 31.60 8.8%

March 30 28 35 28 32 153 30.60 8.5%
April 35 27 29 33 27 151 30.20 8.4%
May 13 24 24 34 30 125 25.00 7.0%
June 20 22 30 27 34 133 26.60 7.4%
July 31 29 42 33 33 168 33.60 9.4%
August 21 33 30 32 29 145 29.00 8.1%
September 21 31 42 37 40 171 34.20 9.5%
October 27 49 27 37 24 164 32.80 9.2%
November 29 26 38 29 25 147 29.40 8.2%
December 32 30 26 28 21 137 27.40 7.6%

DAY Sunday 41 36 41 49 52 219 43.80 12.2%
OF WEEK Monday 46 39 67 48 49 249 49.80 13.9%

Tuesday 37 53 58 55 61 264 52.80 14.7%
Wednesday 50 46 54 72 44 266 53.20 14.8%
Thursday 53 71 49 62 67 302 60.40 16.9%
Friday 44 65 49 60 63 281 56.20 15.7%
Saturday 35 39 67 40 30 211 42.20 11.8%

HOUR 12:00 AM - 06:00 AM 46 57 67 38 43 251 50.20 14.0%
OF DAY 06:00 AM - 09:00 AM 47 90 86 81 74 378 75.60 21.1%

09:00 AM - 11:00 AM 24 44 45 51 36 200 40.00 11.2%
11:00 AM - 01:00 PM 41 26 30 44 44 185 37.00 10.3%
01:00 PM - 03:00 PM 37 29 30 33 34 163 32.60 9.1%
03:00 PM - 06:00 PM 60 44 52 48 53 257 51.40 14.3%
06:00 PM - 09:00 PM 16 23 33 34 44 150 30.00 8.4%
09:00 PM - 11:59 PM 35 36 42 57 38 208 41.60 11.6%

SR 836/Dolphin Expressway from 
NW 87 Ave to NW 72 Ave

Year 

Number of Crashes
5 Year 
Total 

Crashes

Mean 
Crashes 

Per 
Year

%
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2.3.1 Crash Distribution by Crash Type 

An analysis of crash distribution by crash types was performed to identify the 
predominant crash patterns along the corridor. Figure 2-13 shows the crash 
distribution summary by crash type for SR 836. 
 

 
Figure 2-13 – SR 836 Crash Distribution by Crash Type 

 
As shown in Figure 2-13, the leading crash types include Rear-end with 995 (55.5%) 
crashes, Sideswipe with 319 (17.8%) crashes and Fixed-object with 260 (14.5%) 
crashes. Rear-end and Sideswipe type crashes are typical of highly congested 
roadways with frequent stop-and-go traffic conditions. Fixed-object type crashes 
are typical on freeways with guardrails or concrete barriers like SR 836. 
  

Rear End Sideswipe Backed
Into

Fixed
Object Others

Parked
Motor
Vehicle

Overturn/
Rollover

2011 170 63 0 38 33 0 2
2012 200 61 0 39 44 2 3
2013 194 78 0 65 45 2 1
2014 239 66 1 43 34 0 2
2015 192 51 0 75 43 2 3
Total Crashes 995 319 1 260 199 6 11
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2.3.2 Crash Trends by Severity 

An analysis of crash frequency by severity was performed to determine the overall 
trends within the study limits. Figure 2-14 shows the crashes by severity summary 
for SR 836 from SR 973/NW 87th Avenue to SR 969/Milam Dairy Road/NW 72 
Avenue. 
 

 
Figure 2-14 – SR 836 Crashes by Severity 

 
As shown in Figure 2-14, there were 1,213 (67.7%) “Property Damage Only 
Crashes”, 575 (32.1%) “Injury Crashes” and 4 (0.2%) “Fatal Crashes” that occurred 
within the five-year analysis period. 
 
 
 
 
 
 

PDO Crashes Fatal Crashes Injury Crashes
2011 180 0 126
2012 230 1 118
2013 266 1 118
2014 294 0 92
2015 243 2 121
Total Crashes 1213 4 575
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2.3.3 Crash Distribution by Lighting Conditions 

An analysis of lighting conditions was performed to determine if inadequate 
lighting may have contributed to significant crashes along the corridor. Figure 2-
15 shows the lighting conditions summary for SR 836. 
 

 
Figure 2-15 – SR 836 Crash Distribution by Lighting Conditions 

 
As shown in Figure 2-15, most of the crashes occurred during daylight conditions. 
Of the total 1,792 crashes that occurred within the study limits, 585 (32.6%) crashes 
occurred during dark/dusk/dawn conditions, which is greater than the five-year 
Districtwide average of 29%. A review of the existing conditions indicates that 
roadway lighting is present through the study corridor. 
 
  

Daylight Dusk Dawn Dark Unknown
2011 209 4 1 92 0
2012 233 13 4 95 4
2013 250 10 9 114 2
2014 264 15 4 101 2
2015 242 16 9 98 1
Total Crashes 1198 58 27 500 9

0

200

400

600

800

1000

1200

1400

0

50

100

150

200

250

300

N
um

be
r o

f C
ra

sh
es

Crashes by Lighting Condition



 Crash Analysis Report  
SR 826/Palmetto Expressway PD&E Study 

Page 32 

2.3.4 Crash Distribution by Road Surface Conditions 

An analysis of the road surface conditions was performed to determine if 
inadequate road surface conditions has contributed to crashes along the 
corridor. Figure 2-16 shows the road surface conditions summary for SR 836. 
 

 
Figure 2-16 – SR 836 Crash Distribution by Road Surface Conditions 

 
As shown in Figure 2-16, 383 (21.4%) of the crashes occurred during wet surface 
conditions, which is greater than the five-year Districtwide average for all 
roadways of 16%. However, most crashes, about 78.5%, occurred during dry 
surface conditions.  
  

Dry Wet Others
2011 245 61 0
2012 255 94 0
2013 293 91 1
2014 317 69 0
2015 297 68 1
Total Crashes 1407 383 2
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2.3.5 Crash Distribution by Time of Day 

The crash distribution by time of day was analyzed to determine if the hourly 
variations were having a substantial effect on the crash occurrences along the 
study corridor. Figure 2-17 shows the crash distribution summary by time of day for 
SR 836. 
 

 
Figure 2-17 – SR 836 Crash Distribution by Time of Day 

 
As shown in Figure 2-17, the time periods with the greatest percentage of crashes 
occur from 6:00 to 9:00 AM (21.1%) and from 3:00 PM to 6:00 PM (14.3%). These 
periods correlate with the typical AM and PM peaks, which experience the worst 
congestion during the day and indicates that most of the crashes can be 
attributed to traffic congestion rather than roadway design features.  
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2011 46 47 24 41 37 60 16 35
2012 57 90 44 26 29 44 23 36
2013 67 86 45 30 30 52 33 42
2014 38 81 51 44 33 48 34 57
2015 43 74 36 44 34 53 44 38
Total Crashes 251 378 200 185 163 257 150 208
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2.3.6 Crash Distribution by Contributing Causes 

An analysis of the contributing causes was conducted to identify the leading 
contributing causes for crashes on SR 836. Table 2-10 summarizes the contributing 
causes for the study corridor. 
 

Table 2-10 – SR 836 Crash Distribution by Contributing Causes 

Contributing Cause Total % 
Careless or Negligent Manner 996 56% 
Failed to Keep in Proper Lane 96 5% 
Failed to Yield Right-Of-Way 67 4% 
Improper Passing 38 2% 
Drove too Fast for Conditions 22 1% 
Followed too Closely 13 1% 
Swerved or Avoided 13 1% 
Improper Turn 10 1% 
Over-Correcting/Over-Steering 4 0% 
Erratic, Reckless or Aggressive 4 0% 
Ran Off Roadway 3 0% 
Improper Backing 2 0% 
Exceed Posted Speed 2 0% 
Wrong Side or Wrong Way 1 0% 
Ran Red Light 0 0% 
Ran Stop Sign 0 0% 
Disregarded Other Traffic Sign 0 0% 
Disregarded Other Road Markings 0 0% 
No Contributing Action 214 12% 
Other Contributing Action 307 17% 
Total 1,792 100% 

 
As indicated in Table 2-10, most of the contributing causes identified are driver 
related. The three leading contributing causes include “Careless or Negligent 
Manner” (56%), “Other Contributing Action” (17%) and “No Contributing Action” 
(12%).  
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2.3.7 Crash Distribution by Milepost 

Total crashes were plotted by milepost to determine any segments of SR 836 
experiencing a high number of crashes. The results are shown in Figure 2-18.  
 

 
Figure 2-18 – SR 836 Crash Distribution by Milepost 

 
As shown in Figure 2-18, most crashes (54%) occurred between milepost range 4.3 
– 5.0. This milepost range identified includes SR 836 from east of SR 826 to east of 
SR 969/Milam Dairy Road/NW 72 Avenue. Details for the prevalent crash patterns 
at these interchanges are discussed in Section 3.0 of this report. 
 
  

2.788 - 3.3 3.3 - 3.8 3.8 - 4.3 4.3 - 5.0
2011 37 31 67 171
2012 48 33 89 179
2013 46 52 75 212
2014 50 49 64 223
2015 57 62 69 178
Total Crashes 238 227 364 963
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2.3.8 Average Crash Rates Review 

The total number of crashes within the study limits has remained relatively 
constant from 2011 through 2015 with an average of 358 crashes per year. The 
AADT within the study limits has varied from 137,000 in 2011 to 138,500 in 2015. 
Crash rates in million vehicle miles traveled were calculated to determine if the 
increase in total crashes was due to an increase in AADT or influenced by driver 
and/or roadway conditions. Throughout the study limits, the functional 
classification of the corridor is consistent. Therefore, one crash was calculated for 
the entire corridor segment within the study limits. Table 2-11 compares the actual 
crash rates (annually) to the statewide and District Six average crash rates for 
corridors with similar functional classification.  
 

Table 2-11 – SR 836 Actual Crash Rate vs. Average Crash Rate 

 
As indicated in Table 2-11, the actual crash rate for SR 836 is greater than the 
average crash rate for other corridors with similar functional classification (urban 
toll roads) in District Six for years 2011 through 2015. Furthermore, the actual crash  
rate for SR 836 is also greater in all five-years when compared to the statewide 
average crash rates. 
 
  

Year 2011 2012 2013 2014 2015 
Number of Crashes 306 349 385 386 366 
Average Daily Traffic (ADT) 137,113 133,292 133,962 136,851 138,477 
Actual Crash Rate (ACR) 2.764 3.243 3.560 3.494 3.274 
District Six Average Crash Rate (A) 1.435 1.673 1.884 1.834 1.629 
Average Vehicle Exposure (M) 110.702 107.617 108.158 110.491 111.804 
Statewide Average Crash Rates 0.529 0.609 0.766 0.764 0.780 
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2.3.9 High Crash List Review 

The FDOT’s High Crash Lists for spots (ramp junctions) and segments were 
reviewed to identify whether any locations experienced an abnormally high 
number of crashes along SR 836. Table 2-12 provides a summary list of the spots 
(ramp junctions) and segments along SR 836 identified in the 2011-2015 FDOT High 
Crash Lists.  

 

Table 2-12 – SR 836 High Crash List Review 

 
Note: Study limits include SR 836/Dolphin Expressway (Roadway ID # 87200000), from milepost 2.788 to 5.000. 

 
As indicated in Table 2-12, most of SR 836 within the study limits was identified in 
the 2011-2015 FDOT High Crash List. The major interchanges included are SR 
973/NW 87th Avenue, SR 826, and SR 969/Milam Dairy Road/NW 72 Avenue. Like 
SR 826, the FDOT project (FM#249581-1-52-01) was under construction adding 
lanes along SR 836 from NW 87th Avenue to NW 57th Avenue. A review of the crash 
data revealed that 381 (21.26%) crashes reported were attributed to work zone 
related activities, perhaps including the maintenance of traffic (MOT) for this 
project. 

  

Spot (Ramp Junction) Description Segment Description

2011-2015 HCL at MP 3.500
2011-2015 HCL at MP 4.179
2011-2015 HCL at MP 4.259
2011-2015 HCL at MP 4.296
2011-2015 HCL at MP 4.816
2011-2015 HCL at MP 4.840
2011-2015 HCL at MP 4.880
2011-2015 HCL at MP 4.920
2011-2015 HCL at MP 4.923

On-Ramp to SR 836 EB from SR 973  
Off-Ramp from SR 836 WB to SR 826 SB
On-Ramp from SR 836 WB to SR 826 NB
Off-Ramp from SR 836 EB to SR 826 NB
Off-Ramp from SR 836 EB to SR 969 
On-Ramp to SR 836 WB from SR 969
On-Ramp to SR 836 WB from S of SR 969
On-Ramp to SR 836 EB from SR 969 
On-Ramp to SR 836 EB from SR 969

2011-2015 HCL from MP 3.100 to MP 3.600
2011-2015 HCL from MP 4.000 to MP 5.300

From Off-Ramp SR 836 to On-Ramp SR 836 EB
From EB Off-Ramp SR 836 to Off-Ramp SR 836 WB

High Crash List (HCL) Check
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3.0 INTERCHANGE CRASH ANALYSIS 
 
The area of influence includes 11 interchanges with SR 826 including NW 25th Street, 
SR 836/Dolphin Expressway, SR 968/Flagler Street, SR 90/SW 8th Street, SW 24th 
Street/Coral Way, SR 976/SW 40th Street/Bird Road, SR 874/Don Shula Expressway, 
SW 56th Street/Miller Drive, SR 986/SW 72nd Street/Sunset Drive, SR 94/SW 88th Street 
and SR 5/US 1. The following sections summarize the crash history between 
January 1, 2011 through December 31, 2015 that occurred within the 
interchange influence area including the section of mainline between ramps and 
the section of the arterial influenced by the ramp intersections. Crash data for 
each of the 11 interchanges is provided in Appendix C. 
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3.1 NW 25TH STREET INTERCHANGE 
 
NW 25th Street is a four-lane divided arterial that intersects with SR 826 and 
forms two signalized intersections with the northbound and southbound on/off-
ramps at the interchange. Figure 3-1 shows the influence area selected for the 
interchange and Table 3-1 summarizes the crash data within the influence area. 
Of the total 1,171 crashes reported, 960 (82%) crashes were retrieved from the 
FDOT Crash Analysis Reporting System and 211 (18%) from Signal-4 Analytics. 
 

 
Figure 3-1 – NW 25th Street Interchange Influence Area 

 
A total of 1,171 crashes occurred at the NW 25th Street interchange, with 189 
crashes in 2011, 190 crashes in 2012, 201 crashes in 2013, 291 crashes in 2014 and 
300 crashes in 2015. Of the total crashes, 886 (75.7%) were “Property Damage 
Only” and 285 (24.3%) were “Injury”. No fatalities were reported. Three hundred 
and eight (26.3%) crashes occurred during dark/dawn/dusk lighting conditions, 
which is lower than the Districtwide average of 29%. Wet roadway surface 

N.T.S. 
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conditions were reported for 195 (16.7%) crashes, which is slightly above the 
Districtwide average of 16%. 
 

Table 3-1 – NW 25th Street Interchange Crash Summary 

 
 
The leading crash types include Rear-end with 674 (57.6%) and Sideswipe with 256 
(21.9%). Rear-end and Sideswipe type crashes are typical of highly congested 
roadways and interchanges. It should be noted that the NW 25th Street viaduct 
project (FM#251185-1-52-01) from NW 89th Court to SR 826 was under construction 
during the referenced five-year period, with the heaviest construction occurring 
between 2014 and 2015. 

2011 2012 2013 2014 2015

CRASH TYPE Rear End 131 111 94 152 186 674 134.80 57.6%
Head On 0 1 2 0 0 3 0.60 0.3%
Angle 12 8 24 22 18 84 16.80 7.2%
Left Turn 4 6 5 4 2 21 4.20 1.8%
Right Turn 1 0 1 3 2 7 1.40 0.6%
Sideswipe 26 41 47 81 61 256 51.20 21.9%
Backed Into 0 0 1 1 1 3 0.60 0.3%
Coll. w/ Parked Car 0 2 0 0 0 2 0.40 0.2%
Coll. w/ Pedestrian 1 0 0 1 0 2 0.40 0.2%
Coll. w/ Bicycle 0 0 0 0 0 0 0.00 0.0%
Fixed Object 4 10 6 8 10 38 7.60 3.2%
Ran Off Road 1 0 2 0 0 3 0.60 0.3%
Overturned 0 0 1 2 1 4 0.80 0.3%
Other 9 11 18 17 19 74 14.80 6.3%
Total Crashes 189 190 201 291 300 1171 234.20 100.0%

SEVERITY PDO Crashes 116 123 161 239 247 886 177.20 75.7%
Fatal Crashes 0 0 0 0 0 0 0.00 0.0%
Injury Crashes 73 67 40 52 53 285 57.00 24.3%

LIGHTING Daylight 144 146 141 207 221 859 171.80 73.4%
CONDITIONS Dusk 8 7 11 13 11 50 10.00 4.3%

Dawn 1 2 1 6 4 14 2.80 1.2%
Dark 36 34 45 65 64 244 48.80 20.8%
Unknown 0 1 3 0 0 4 0.80 0.3%

SURFACE Dry 154 145 163 243 267 972 194.40 83.0%
CONDITIONS Wet 35 44 35 48 33 195 39.00 16.7%

Others 0 1 3 0 0 4 0.80 0.3%
HOUR 12:00 AM - 06:00 AM 9 7 14 18 20 68 13.60 5.8%
OF DAY 06:00 AM - 09:00 AM 14 22 25 40 34 135 27.00 11.5%

09:00 AM - 11:00 AM 18 18 23 26 23 108 21.60 9.2%
11:00 AM - 01:00 PM 19 26 25 38 28 136 27.20 11.6%
01:00 PM - 03:00 PM 35 34 24 35 46 174 34.80 14.9%
03:00 PM - 06:00 PM 48 44 42 59 80 273 54.60 23.3%
06:00 PM - 11:59 PM 46 39 48 75 69 277 55.40 23.7%

SR 826/Palmetto Expressway AT SW 
25 Street

Year 

Number of Crashes
5 Year 
Total 

Crashes

Mean 
Crashes 

Per 
Year

%
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3.2 SR 836/DOLPHIN EXPRESSWAY INTERCHANGE 
 
SR 836/Dolphin Expressway is an eight-lane divided expressway (tolled facility) 
that connects to SR 826 forming a system-to-system interchange between the 
two expressways. Figure 3-2 shows the influence area selected for the 
interchange and Table 3-2 summarizes the crash data within the influence 
area. 
 

 
Figure 3-2 – SR 836/Dolphin Expressway Interchange Influence Area 

 
A total of 2,048 crashes occurred at the SR 836 interchange, with 340 crashes in 
2011, 387 crashes in 2012, 419 crashes in 2013, 473 crashes in 2014 and 429 
crashes in 2015. Of the total crashes, 1,403 (68.5%) were “Property Damage Only” 
and 641 (31.3%) were “Injury”. There were 4 (0.2%) fatalities reported. Six 
hundred and ninety-five (33.9%) crashes occurred during dark/dawn/dusk 
lighting conditions, which is greater than the Districtwide average of 29%. Wet 

N.T.S. 
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roadway surface conditions were reported for 407 (19.9%) crashes, which is 
greater than the Districtwide average of 16%. 
 

Table 3-2 – SR 836/Dolphin Expressway Interchange Crash Summary 

 
 
The leading crash types include Rear-end with 1,134 (55.4%), Sideswipe with 363 
(17.7%) and Fixed-object with 313 (15.3%). Rear-end and Sideswipe type crashes 
are typical of highly congested roadways. Fixed-object type crashes are typical 
on freeways with guardrails or concrete barriers like SR 826 and SR 836. 

2011 2012 2013 2014 2015

CRASH TYPE Rear End 196 204 214 284 236 1134 226.80 55.4%
Head On 0 0 0 0 0 0 0.00 0.0%
Angle 0 0 0 0 0 0 0.00 0.0%
Left Turn 0 0 0 0 0 0 0.00 0.0%
Right Turn 0 0 0 0 0 0 0.00 0.0%
Sideswipe 66 73 80 78 66 363 72.60 17.7%
Backed Into 0 0 0 1 0 1 0.20 0.0%
Coll. w/ Parked Car 0 0 3 0 0 3 0.60 0.1%
Coll. w/ Pedestrian 0 0 0 0 0 0 0.00 0.0%
Coll. w/ Bicycle 0 0 0 0 0 0 0.00 0.0%
Fixed Object 40 54 72 62 85 313 62.60 15.3%
Ran Off Road 0 0 0 0 0 0 0.00 0.0%
Overturned 2 5 1 5 3 16 3.20 0.8%
Other 36 51 49 43 39 218 43.60 10.6%
Total Crashes 340 387 419 473 429 2048 409.60 100.0%

SEVERITY PDO Crashes 205 249 299 356 294 1403 280.60 68.5%
Fatal Crashes 0 1 1 0 2 4 0.80 0.2%
Injury Crashes 135 137 119 117 133 641 128.20 31.3%

LIGHTING Daylight 229 256 270 312 276 1343 268.60 65.6%
CONDITIONS Dusk 6 14 9 19 20 68 13.60 3.3%

Dawn 1 3 10 5 12 31 6.20 1.5%
Dark 104 109 127 135 121 596 119.20 29.1%
Unknown 0 5 3 2 0 10 2.00 0.5%

SURFACE Dry 278 285 321 397 355 1636 327.20 79.9%
CONDITIONS Wet 62 101 97 75 72 407 81.40 19.9%

Others 0 1 1 1 2 5 1.00 0.2%
HOUR 12:00 AM - 06:00 AM 48 59 67 52 53 279 55.80 13.6%
OF DAY 06:00 AM - 09:00 AM 44 89 85 88 67 373 74.60 18.2%

09:00 AM - 11:00 AM 31 44 50 52 46 223 44.60 10.9%
11:00 AM - 01:00 PM 43 33 35 57 53 221 44.20 10.8%
01:00 PM - 03:00 PM 48 38 38 42 46 212 42.40 10.4%
03:00 PM - 06:00 PM 64 52 52 63 60 291 58.20 14.2%
06:00 PM - 11:59 PM 62 72 92 119 104 449 89.80 21.9%

SR 826/Palmetto At SR 836/Dolphin 
Expressway

Year 

Number of Crashes
5 Year 
Total 

Crashes

Mean 
Crashes 

Per 
Year

%
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3.3 SR 968/FLAGLER STREET INTERCHANGE 
 
SR 968/Flagler Street is a six-lane divided roadway that intersects SR 826 and forms 
two signalized intersections with the northbound and southbound on/off-ramps 
at the interchange. Figure 3-3 shows the influence area selected for the 
interchange and Table 3-3 summarizes the crash data within the influence area. 
 

 
Figure 3-3 – SR 968/Flagler Street Interchange Influence Area 

 
A total of 1,069 crashes occurred at the SR 968/Flagler Street interchange, with 
181 crashes in 2011, 205 crashes in 2012, 209 crashes in 2013, 250 crashes in 2014 
and 224 crashes in 2015. Of the total crashes, 757 (70.8%) were “Property Damage 
Only” and 312 (29.2%) were “Injury”. There were no fatalities reported in the five- 
year period referenced. Three hundred and thirty-four (31.2%) crashes occurred 
during dark/dawn/dusk lighting conditions, which is greater than the Districtwide 
average of 29%. Wet roadway surface conditions were reported for 178 (16.7%) 
crashes, which is slightly above the Districtwide average of 16%. 

N.T.S. 
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Table 3-3 – SR 968/Flagler Street Interchange Crash Summary 

 
 
The leading crash types include Rear-end with 639 (59.8%) and Sideswipe with 175 
(16.4%). Rear-end and Sideswipe type crashes are typical of highly congested 
roadways and interchanges. 

 
 

2011 2012 2013 2014 2015

CRASH TYPE Rear End 110 128 119 156 126 639 127.80 59.8%
Head On 0 0 0 1 0 1 0.20 0.1%
Angle 14 12 14 16 20 76 15.20 7.1%
Left Turn 4 7 4 6 10 31 6.20 2.9%
Right Turn 0 0 0 1 1 2 0.40 0.2%
Sideswipe 28 31 35 50 31 175 35.00 16.4%
Backed Into 0 0 0 0 0 0 0.00 0.0%
Coll. w/ Parked Car 0 0 1 0 0 1 0.20 0.1%
Coll. w/ Pedestrian 0 1 0 0 0 1 0.20 0.1%
Coll. w/ Bicycle 0 0 1 0 0 1 0.20 0.1%
Fixed Object 12 13 23 8 23 79 15.80 7.4%
Ran Off Road 0 0 0 0 0 0 0.00 0.0%
Overturned 0 0 1 0 1 2 0.40 0.2%
Other 13 13 11 12 12 61 12.20 5.7%
Total Crashes 181 205 209 250 224 1069 213.80 100.0%

SEVERITY PDO Crashes 111 144 155 185 162 757 151.40 70.8%
Fatal Crashes 0 0 0 0 0 0 0.00 0.0%
Injury Crashes 70 61 54 65 62 312 62.40 29.2%

LIGHTING Daylight 128 130 137 178 158 731 146.20 68.4%
CONDITIONS Dusk 2 11 3 9 8 33 6.60 3.1%

Dawn 0 4 3 2 4 13 2.60 1.2%
Dark 51 59 64 60 54 288 57.60 26.9%
Unknown 0 1 2 1 0 4 0.80 0.4%

SURFACE Dry 155 164 159 212 200 890 178.00 83.3%
CONDITIONS Wet 26 40 50 38 24 178 35.60 16.7%

Others 0 1 0 0 0 1 0.20 0.1%
HOUR 12:00 AM - 06:00 AM 15 18 21 24 20 98 19.60 9.2%
OF DAY 06:00 AM - 09:00 AM 21 37 27 27 27 139 27.80 13.0%

09:00 AM - 11:00 AM 30 31 24 26 32 143 28.60 13.4%
11:00 AM - 01:00 PM 24 15 26 30 23 118 23.60 11.0%
01:00 PM - 03:00 PM 21 19 23 42 31 136 27.20 12.7%
03:00 PM - 06:00 PM 29 27 35 44 40 175 35.00 16.4%
06:00 PM - 11:59 PM 41 58 53 57 51 260 52.00 24.3%

SR 826/Palmetto At SR 968/W 
Flagler Street

Year 

Number of Crashes
5 Year 
Total 

Crashes

Mean 
Crashes 

Per 
Year

%
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3.4 SR 90/SW 8TH STREET INTERCHANGE 
 
SR 90/SW 8th Street is a six-lane divided roadway west of SR 826 and a four-lane 
divided roadway east of SR 826. SR 90 intersects with SR 826 and forms two 
signalized intersections with the northbound and southbound on/off-ramps at 
the interchange. Figure 3-4 shows the influence area selected for the 
interchange and Table 3-4 summarizes the crash data within the influence area. 
 

 
Figure 3-4 – SR 90/SW 8th Street Interchange Influence Area 

 
A total of 1,284 crashes occurred at the SR 90/SW 8th Street interchange, with 241 
crashes in 2011, 270 crashes in 2012, 237 crashes in 2013, 254 crashes in 2014 and 
282 crashes in 2015. Of the total crashes, 887 (69.1%) were “Property Damage 
Only” and 396 (30.8%) were “injury”. There was one (0.1%) fatality reported in the 
referenced five-year period. Three hundred and forty-eight (27.1%) crashes 
occurred during dark/dawn/dusk lighting conditions, which is lower than the 
Districtwide average of 29%. Wet roadway surface conditions were reported for 
271 (21.1%) crashes, which is above the Districtwide average of 16%. 

N.T.S. 
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Table 3-4 – SR 90/SW 8th Street Interchange Crash Summary 

 
 

The leading crash types include Rear-end with 679 (52.9%) and Sideswipe with 
202 (15.7%). Rear-end and Sideswipe type crashes are typical of highly 
congested roadways and interchanges. 
 
 
  

2011 2012 2013 2014 2015

CRASH TYPE Rear End 123 171 122 137 126 679 135.80 52.9%
Head On 0 0 0 0 0 0 0.00 0.0%
Angle 22 17 23 18 36 116 23.20 9.0%
Left Turn 4 8 4 8 12 36 7.20 2.8%
Right Turn 1 0 2 2 3 8 1.60 0.6%
Sideswipe 40 30 35 48 49 202 40.40 15.7%
Backed Into 1 0 1 1 1 4 0.80 0.3%
Coll. w/ Parked Car 0 0 1 0 1 2 0.40 0.2%
Coll. w/ Pedestrian 2 0 0 2 0 4 0.80 0.3%
Coll. w/ Bicycle 1 0 0 2 1 4 0.80 0.3%
Fixed Object 26 27 29 24 28 134 26.80 10.4%
Ran Off Road 0 0 0 0 0 0 0.00 0.0%
Overturned 1 2 2 1 3 9 1.80 0.7%
Other 20 15 18 11 22 86 17.20 6.7%
Total Crashes 241 270 237 254 282 1284 256.80 100.0%

SEVERITY PDO Crashes 144 182 169 189 203 887 177.40 69.1%
Fatal Crashes 0 0 0 0 1 1 0.20 0.1%
Injury Crashes 97 88 68 65 78 396 79.20 30.8%

LIGHTING Daylight 169 196 178 178 210 931 186.20 72.5%
CONDITIONS Dusk 7 6 8 11 5 37 7.40 2.9%

Dawn 7 1 6 4 4 22 4.40 1.7%
Dark 57 67 45 57 63 289 57.80 22.5%
Unknown 1 0 0 4 0 5 1.00 0.4%

SURFACE Dry 192 211 182 206 221 1012 202.40 78.8%
CONDITIONS Wet 49 59 55 47 61 271 54.20 21.1%

Others 0 0 0 1 0 1 0.20 0.1%
HOUR 12:00 AM - 06:00 AM 12 21 13 18 29 93 18.60 7.2%
OF DAY 06:00 AM - 09:00 AM 37 34 46 43 50 210 42.00 16.4%

09:00 AM - 11:00 AM 27 34 29 43 30 163 32.60 12.7%
11:00 AM - 01:00 PM 29 35 24 22 36 146 29.20 11.4%
01:00 PM - 03:00 PM 32 38 31 27 34 162 32.40 12.6%
03:00 PM - 06:00 PM 48 46 43 40 54 231 46.20 18.0%
06:00 PM - 11:59 PM 56 62 51 61 49 279 55.80 21.7%

SR 826/Palmetto At SR 90/SW 8 
Street

Year 

Number of Crashes
5 Year 
Total 

Crashes

Mean 
Crashes 

Per 
Year

%
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3.5 SW 24TH STREET/CORAL WAY INTERCHANGE 
 
SW 24th Street/Coral Way is a six-lane divided roadway that intersects with S R   
8 2 6  and forms two signalized intersections with the northbound and southbound 
on/off-ramps at the interchange. Figure 3-5 shows the influence area selected for 
the interchange and Table 3-5 summarizes the crash data within the influence 
area. Of the total 1,280 crashes reported, 587 (46%) crashes were retrieved from 
the FDOT Crash Analysis Reporting System and 693 (54%) from Signal-4 
Analytics. 
 

 
Figure 3-5 – SW 24th Street/Coral Way Interchange Influence Area 

 
A total of 1,280 crashes occurred at the SW 24th Street/Coral Way interchange, with 
189 crashes in 2011, 194 crashes in 2012, 225 crashes in 2013, 367 crashes in 2014 
and 305 crashes in 2015. Of the total crashes, 998 (78.0%) were “Property Damage 
Only” and 280 (21.9%) were “Injury”. There were two (0.2%) fatalities reported in the 
referenced five-year period. 290 (22.7%) crashes occurred during dark/dawn/dusk 
lighting conditions, which is lower than the Districtwide average of 29%. Wet roadway 

N.T.S. 
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surface conditions were reported for 219 (17.1%) crashes, which is above the 
Districtwide average of 16%. 
 

Table 3-5 – SW 24th Street/Coral Way Interchange Crash Summary 

 
 

The leading crash types include Rear-end with 572 (44.7%) and Sideswipe with 185 
(14.5%). Rear-end and Sideswipe type crashes are typical of highly congested 
roadways and interchanges. 

2011 2012 2013 2014 2015

CRASH TYPE Rear End 95 88 82 169 138 572 114.40 44.7%
Head On 0 27 42 1 0 70 14.00 5.5%
Angle 17 16 19 29 26 107 21.40 8.4%
Left Turn 13 7 15 39 33 107 21.40 8.4%
Right Turn 2 0 3 6 5 16 3.20 1.3%
Sideswipe 28 17 19 62 59 185 37.00 14.5%
Backed Into 0 0 1 0 3 4 0.80 0.3%
Coll. w/ Parked Car 0 4 1 5 1 11 2.20 0.9%
Coll. w/ Pedestrian 2 3 1 0 2 8 1.60 0.6%
Coll. w/ Bicycle 1 1 1 0 0 3 0.60 0.2%
Fixed Object 11 12 12 18 17 70 14.00 5.5%
Ran Off Road 3 0 1 2 5 11 2.20 0.9%
Overturned 2 2 0 2 0 6 1.20 0.5%
Other 15 17 28 34 16 110 22.00 8.6%
Total Crashes 189 194 225 367 305 1280 256.00 100.0%

SEVERITY PDO Crashes 116 143 182 305 252 998 199.60 78.0%
Fatal Crashes 1 1 0 0 0 2 0.40 0.2%
Injury Crashes 72 50 43 62 53 280 56.00 21.9%

LIGHTING Daylight 138 110 117 295 234 894 178.80 69.8%
CONDITIONS Dusk 2 3 3 7 3 18 3.60 1.4%

Dawn 0 3 2 4 4 13 2.60 1.0%
Dark 49 40 50 59 61 259 51.80 20.2%
Unknown 0 38 53 2 3 96 19.20 7.5%

SURFACE Dry 148 125 133 296 268 970 194.00 75.8%
CONDITIONS Wet 40 32 40 70 37 219 43.80 17.1%

Others 1 37 52 1 0 91 18.20 7.1%
HOUR 12:00 AM - 06:00 AM 17 11 15 13 12 68 13.60 5.3%
OF DAY 06:00 AM - 09:00 AM 36 34 32 72 43 217 43.40 17.0%

09:00 AM - 11:00 AM 16 26 27 56 36 161 32.20 12.6%
11:00 AM - 01:00 PM 19 18 24 45 44 150 30.00 11.7%
01:00 PM - 03:00 PM 30 13 27 49 34 153 30.60 12.0%
03:00 PM - 06:00 PM 35 35 43 65 71 249 49.80 19.5%
06:00 PM - 11:59 PM 36 57 57 67 65 282 56.40 22.0%

SR 826/Palmetto At SW 24 Street Year 

Number of Crashes
5 Year 
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3.6 SR 976/SW 40TH STREET/BIRD ROAD INTERCHANGE 
 
SR 976/SW 40th Street/Bird Road is an eight-lane divided roadway immediately 
west of SR 826 and a six-lane divided roadway east of SR 826. SR 976 intersects 
with SR 826 and forms two signalized intersections with the northbound and 
southbound on/off-ramps at the interchange. Figure 3-6 shows the influence area 
selected for the interchange and Table 3-6 summarizes the crash data within the 
influence area. 
 

 
Figure 3-6 – SR 976/SW 40th Street/Bird Road Interchange Influence Area 

 
A total of 1,131 crashes occurred at the SR 976/SW 40th Street/Bird Road 
interchange, with 264 crashes in 2011, 200 crashes in 2012, 204 crashes in 2013, 258 
crashes in 2014 and 205 crashes in 2015. Of the total crashes, 806 (71.3%) were 
“Property Damage Only” and 321 (28.4%) were “Injury”. There were 4 (0.4%) 
fatalities reported in the referenced five-year period. 327 (28.9%) crashes 
occurred during dark/dawn/dusk lighting conditions, which is lower than the 

N.T.S. 
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Districtwide average of 29%. Wet roadway surface conditions were reported for 
201 (17.8%) crashes, which is above the Districtwide average of 16%. 
 

Table 3-6 – SR 976/SW 40th Street/Bird Road Interchange Crash Summary 

 
 
The leading crash types include Rear-end with 667 (59.0%) and Sideswipe with 168 
(14.9%). Rear-end and Sideswipe type crashes are typical of highly congested 
roadways and interchanges. 

2011 2012 2013 2014 2015

CRASH TYPE Rear End 159 117 122 143 126 667 133.40 59.0%
Head On 0 0 0 1 0 1 0.20 0.1%
Angle 12 10 18 22 17 79 15.80 7.0%
Left Turn 13 5 4 7 4 33 6.60 2.9%
Right Turn 0 5 4 1 6 16 3.20 1.4%
Sideswipe 37 32 29 43 27 168 33.60 14.9%
Backed Into 0 0 0 0 0 0 0.00 0.0%
Coll. w/ Parked Car 1 0 0 0 0 1 0.20 0.1%
Coll. w/ Pedestrian 1 0 0 1 0 2 0.40 0.2%
Coll. w/ Bicycle 0 0 0 1 0 1 0.20 0.1%
Fixed Object 16 17 14 23 10 80 16.00 7.1%
Ran Off Road 0 0 0 0 0 0 0.00 0.0%
Overturned 2 0 2 3 2 9 1.80 0.8%
Other 23 14 11 13 13 74 14.80 6.5%
Total Crashes 264 200 204 258 205 1131 226.20 100.0%

SEVERITY PDO Crashes 165 142 156 198 145 806 161.20 71.3%
Fatal Crashes 0 1 0 0 3 4 0.80 0.4%
Injury Crashes 99 57 48 60 57 321 64.20 28.4%

LIGHTING Daylight 176 142 147 192 142 799 159.80 70.6%
CONDITIONS Dusk 9 6 8 13 13 49 9.80 4.3%

Dawn 5 2 4 3 1 15 3.00 1.3%
Dark 73 49 45 48 48 263 52.60 23.3%
Unknown 1 1 0 2 1 5 1.00 0.4%

SURFACE Dry 223 165 173 205 164 930 186.00 82.2%
CONDITIONS Wet 41 35 31 53 41 201 40.20 17.8%

Others 0 0 0 0 0 0 0.00 0.0%
HOUR 12:00 AM - 06:00 AM 12 19 14 14 13 72 14.40 6.4%
OF DAY 06:00 AM - 09:00 AM 35 27 36 40 35 173 34.60 15.3%

09:00 AM - 11:00 AM 26 17 21 26 24 114 22.80 10.1%
11:00 AM - 01:00 PM 30 24 21 28 24 127 25.40 11.2%
01:00 PM - 03:00 PM 21 25 20 26 23 115 23.00 10.2%
03:00 PM - 06:00 PM 56 41 46 54 38 235 47.00 20.8%
06:00 PM - 11:59 PM 84 47 46 70 48 295 59.00 26.1%

SR 826/Palmetto At SR 976/Bird 
Road
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3.7 SR 874/DON SHULA EXPRESSWAY INTERCHANGE 
 
SR 874/Don Shula Expressway is a six-lane divided expressway that connects to SR 
826 forming a system-to-system interchange between the two expressways. 
Figure 3 - 7  shows the influence area selected for the interchange and Table 
3-7 summarizes the crash data within the influence area. 
 

 
Figure 3-7 – SR 874/Don Shula Expressway Interchange Influence Area 

 
A total of 85 crashes occurred at the SR 874/Don Shula Expressway interchange, 
with 26 crashes in 2011, 17 crashes in 2012, 13 crashes in 2013, 18 crashes in 2014 
and 11 crashes in 2015. Of the total crashes, 45 (52.9%) were “Property Damage 
Only” and 40 (47.1%) were “Injury”. There were no fatalities reported. 3 7  (43.5%) 
crashes occurred during dark/dawn/dusk lighting conditions, which is greater 
than the Districtwide average of 29%. Wet roadway surface conditions were 
reported for 26 (30.6%) crashes, which is greater than the Districtwide average 
of 16%. 

N.T.S. 
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Table 3-7 – SR 874/Don Shula Expressway Interchange Crash Summary 

 
 
The leading crash types include Rear-end with 37 (43.5%), Fixed-object with 25 
(29.4%) and Sideswipe with 11 (12.9%). Rear-end and Sideswipe type crashes are 
typical of highly congested roadways. Fixed-object type crashes are typical on 
freeways with guardrails or concrete barriers like SR 826 and SR 874. 
 
  

2011 2012 2013 2014 2015

CRASH TYPE Rear End 13 8 3 11 2 37 7.40 43.5%
Head On 0 0 0 0 0 0 0.00 0.0%
Angle 1 1 1 0 0 3 0.60 3.5%
Left Turn 0 0 0 0 0 0 0.00 0.0%
Right Turn 0 0 0 0 0 0 0.00 0.0%
Sideswipe 3 1 3 2 2 11 2.20 12.9%
Backed Into 0 0 1 0 0 1 0.20 1.2%
Coll. w/ Parked Car 1 1 0 0 1 3 0.60 3.5%
Coll. w/ Pedestrian 0 0 0 0 0 0 0.00 0.0%
Coll. w/ Bicycle 0 0 0 0 0 0 0.00 0.0%
Fixed Object 6 5 5 3 6 25 5.00 29.4%
Ran Off Road 0 0 0 0 0 0 0.00 0.0%
Overturned 0 0 0 0 0 0 0.00 0.0%
Other 2 1 0 2 0 5 1.00 5.9%
Total Crashes 26 17 13 18 11 85 17.00 100.0%

SEVERITY PDO Crashes 13 8 7 12 5 45 9.00 52.9%
Fatal Crashes 0 0 0 0 0 0 0.00 0.0%
Injury Crashes 13 9 6 6 6 40 8.00 47.1%

LIGHTING Daylight 15 8 8 10 7 48 9.60 56.5%
CONDITIONS Dusk 0 3 1 1 0 5 1.00 5.9%

Dawn 2 0 0 0 1 3 0.60 3.5%
Dark 9 6 4 7 3 29 5.80 34.1%
Unknown 0 0 0 0 0 0 0.00 0.0%

SURFACE Dry 19 9 10 12 9 59 11.80 69.4%
CONDITIONS Wet 7 8 3 6 2 26 5.20 30.6%

Others 0 0 0 0 0 0 0.00 0.0%
HOUR 12:00 AM - 06:00 AM 3 3 1 5 3 15 3.00 17.6%
OF DAY 06:00 AM - 09:00 AM 7 0 3 3 2 15 3.00 17.6%

09:00 AM - 11:00 AM 1 1 1 2 1 6 1.20 7.1%
11:00 AM - 01:00 PM 1 0 1 0 1 3 0.60 3.5%
01:00 PM - 03:00 PM 3 1 0 0 2 6 1.20 7.1%
03:00 PM - 06:00 PM 4 6 3 4 1 18 3.60 21.2%
06:00 PM - 11:59 PM 7 6 4 4 1 22 4.40 25.9%

SR 826/Palmetto Expressway AT SR 
986/SW 72 Street
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3.8 SW 56TH STREET/MILLER DRIVE INTERCHANGE 
 
SW 56th Street/Miller Drive is a four-lane divided roadway that intersects with SR 
826 and forms two signalized intersections with the northbound and southbound 
on/off-ramps at the interchange. Figure 3-8 shows the influence area selected for 
the interchange and Table 3-8 summarizes the crash data within the influence 
area. Of the total 464 crashes reported, 259 (56%) crashes were retrieved from 
the FDOT Crash Analysis Reporting System and 205 (44%) from Signal-4 
Analytics. 
 

 
Figure 3-8 – SW 56th Street/Miller Drive Interchange Influence Area 

 
A total of 464 crashes occurred at the SW 56th Street/Miller Drive interchange, with 
92 crashes in 2011, 65 crashes in 2012, 95 crashes in 2013, 104 crashes in 2014 and 
108 crashes in 2015. Of the total crashes, 338 (72.8%) were “Property Damage 
Only” and 126 (27.2%) were “Injury”. There were no fatalities reported in the 
referenced five-year period. One hundred and seventeen (25.2%) crashes 

N.T.S. 
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occurred during dark/dawn/dusk lighting conditions, which is below the 
Districtwide average of 29%. Wet roadway surface conditions were reported for 
70 (15.1%) crashes, which is below the Districtwide average of 16%. 
 

Table 3-8 – SW 56th Street/Miller Drive Interchange Crash Summary 

 
 
The leading crash types include Rear-end with 228 (49.1%) and Sideswipe with 65 
(14.0%). Rear-end and Sideswipe type crashes are typical of highly congested 
roadways and interchanges. 

2011 2012 2013 2014 2015

CRASH TYPE Rear End 44 32 43 54 55 228 45.60 49.1%
Head On 1 10 8 0 1 20 4.00 4.3%
Angle 6 1 8 9 9 33 6.60 7.1%
Left Turn 2 3 6 5 1 17 3.40 3.7%
Right Turn 1 0 0 1 0 2 0.40 0.4%
Sideswipe 15 7 10 15 18 65 13.00 14.0%
Backed Into 0 0 0 1 1 2 0.40 0.4%
Coll. w/ Parked Car 0 0 0 0 2 2 0.40 0.4%
Coll. w/ Pedestrian 1 0 1 1 0 3 0.60 0.6%
Coll. w/ Bicycle 0 0 0 0 0 0 0.00 0.0%
Fixed Object 13 6 7 6 13 45 9.00 9.7%
Ran Off Road 0 1 1 1 2 5 1.00 1.1%
Overturned 1 0 2 0 0 3 0.60 0.6%
Other 8 5 9 11 6 39 7.80 8.4%
Total Crashes 92 65 95 104 108 464 92.80 100.0%

SEVERITY PDO Crashes 58 43 78 84 75 338 67.60 72.8%
Fatal Crashes 0 0 0 0 0 0 0.00 0.0%
Injury Crashes 34 22 17 20 33 126 25.20 27.2%

LIGHTING Daylight 62 43 66 76 79 326 65.20 70.3%
CONDITIONS Dusk 1 1 0 5 2 9 1.80 1.9%

Dawn 0 0 0 0 1 1 0.20 0.2%
Dark 29 12 17 23 26 107 21.40 23.1%
Unknown 0 9 12 0 0 21 4.20 4.5%

SURFACE Dry 75 52 68 83 95 373 74.60 80.4%
CONDITIONS Wet 17 4 15 21 13 70 14.00 15.1%

Others 0 9 12 0 0 21 4.20 4.5%
HOUR 12:00 AM - 06:00 AM 13 7 7 10 8 45 9.00 9.7%
OF DAY 06:00 AM - 09:00 AM 15 8 15 18 22 78 15.60 16.8%

09:00 AM - 11:00 AM 10 7 14 9 18 58 11.60 12.5%
11:00 AM - 01:00 PM 9 6 10 11 10 46 9.20 9.9%
01:00 PM - 03:00 PM 11 6 8 7 11 43 8.60 9.3%
03:00 PM - 06:00 PM 15 16 22 26 14 93 18.60 20.0%
06:00 PM - 11:59 PM 19 15 19 23 25 101 20.20 21.8%

SR 826/Palmetto Expressway AT SW 
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3.9 SR 986/SW 72ND STREET/SUNSET DRIVE INTERCHANGE 
 
SR 986/SW 72nd Street/Sunset Drive is a four-lane divided roadway that intersects 
with S R  8 2 6  and forms two signalized intersections with the northbound and 
southbound on/off-ramps at the interchange. Figure 3-9 shows the influence 
area selected for the interchange and Table 3-9 summarizes the crash data 
within the influence area. 
 

 
Figure 3-9 – SR 986/SW 72nd Street/Sunset Drive Interchange Influence Area 

 
A total of 459 crashes occurred at the SR 986/SW 72nd Street/Sunset Drive 
interchange, with 69 crashes in 2011, 78 crashes in 2012, 82 crashes in 2013, 114 
crashes in 2014 and 116 crashes in 2015. Of the total crashes, 325 (70.8%) were 
“Property Damage Only” and 133 (29.0%) were “Injury”. There was one (0.2%) 
fatality reported in the referenced five-year period. One hundred and thirty 
(28.3%) crashes occurred during dark/dawn/dusk lighting conditions, which is 

N.T.S. 
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lower than the Districtwide average of 29%. Wet roadway surface conditions were 
reported for 63 (13.7%) crashes, which is lower than the Districtwide average of 
16%. 
 

Table 3-9 – SR 986/SW 72nd Street/Sunset Drive Interchange Crash Summary 

 
 
The leading crash types include Rear-end with 275 (59.9%) and Angle with 60 
(13.1%). Rear-end and Angle type crashes are typical of highly congested 
roadways and signalized intersections. 

2011 2012 2013 2014 2015

CRASH TYPE Rear End 46 43 45 72 69 275 55.00 59.9%
Head On 0 0 0 0 0 0 0.00 0.0%
Angle 4 7 11 17 21 60 12.00 13.1%
Left Turn 1 2 4 10 4 21 4.20 4.6%
Right Turn 0 1 0 0 1 2 0.40 0.4%
Sideswipe 6 7 10 6 11 40 8.00 8.7%
Backed Into 0 0 0 0 0 0 0.00 0.0%
Coll. w/ Parked Car 0 0 0 0 0 0 0.00 0.0%
Coll. w/ Pedestrian 0 1 0 0 1 2 0.40 0.4%
Coll. w/ Bicycle 0 0 1 0 0 1 0.20 0.2%
Fixed Object 5 7 5 6 5 28 5.60 6.1%
Ran Off Road 0 0 0 0 0 0 0.00 0.0%
Overturned 0 0 1 0 0 1 0.20 0.2%
Other 7 10 5 3 4 29 5.80 6.3%
Total Crashes 69 78 82 114 116 459 91.80 100.0%

SEVERITY PDO Crashes 39 42 64 85 95 325 65.00 70.8%
Fatal Crashes 0 1 0 0 0 1 0.20 0.2%
Injury Crashes 30 35 18 29 21 133 26.60 29.0%

LIGHTING Daylight 45 45 66 86 85 327 65.40 71.2%
CONDITIONS Dusk 4 3 3 4 3 17 3.40 3.7%

Dawn 1 1 0 0 1 3 0.60 0.7%
Dark 19 28 13 24 26 110 22.00 24.0%
Unknown 0 1 0 0 1 2 0.40 0.4%

SURFACE Dry 61 67 70 100 98 396 79.20 86.3%
CONDITIONS Wet 8 11 12 14 18 63 12.60 13.7%

Others 0 0 0 0 0 0 0.00 0.0%
HOUR 12:00 AM - 06:00 AM 3 11 4 5 8 31 6.20 6.8%
OF DAY 06:00 AM - 09:00 AM 7 5 9 14 14 49 9.80 10.7%

09:00 AM - 11:00 AM 7 5 7 11 14 44 8.80 9.6%
11:00 AM - 01:00 PM 5 11 7 18 14 55 11.00 12.0%
01:00 PM - 03:00 PM 7 9 8 14 10 48 9.60 10.5%
03:00 PM - 06:00 PM 15 17 30 22 24 108 21.60 23.5%
06:00 PM - 11:59 PM 25 20 17 30 32 124 24.80 27.0%
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3.10 SR 94/SW 88TH STREET/KENDALL DRIVE INTERCHANGE 
 
SR 94/SW 88th Street/Kendall Drive is a six-lane divided roadway that intersects with 
S R  8 2 6  and forms two signalized intersections with the northbound and 
southbound on/off-ramps at the interchange. Figure 3-10 shows the influence 
area selected for the interchange and Table 3-10 summarizes the crash data 
within the influence area. 
 

 
Figure 3-10 – SR 94/SW 88th Street/Kendall Drive Interchange Influence Area 

 
A total of 572 crashes occurred at the SR 94/SW 88th Street/Kendall Drive 
interchange, with 83 crashes in 2011, 104 crashes in 2012, 136 crashes in 2013, 122 
crashes in 2014 and 127 crashes in 2015. Of the total crashes, 372 (65.0%) were 
“Property Damage Only” and 198 (34.6%) were “Injury”. There were two (0.3%) 
fatalities reported in the referenced five-year period. One hundred and thirty-
four (23.4%) crashes occurred during dark/dawn/dusk lighting conditions, which is 
lower than the Districtwide average of 29%. Wet roadway surface conditions 

N.T.S. 
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were reported for 113 (19.8%) crashes, which is greater than the Districtwide 
average of 16%. 
 

Table 3-10 – SR 94/SW 88th Street/Kendall Drive Interchange Crash Summary 

 
 
The leading crash types include Rear-end with 244 (42.7%) and Angle with 76 
(13.3%). Rear-end and Angle type crashes are typical of highly congested 
roadways and signalized intersections. 
  

2011 2012 2013 2014 2015

CRASH TYPE Rear End 26 41 63 61 53 244 48.80 42.7%
Head On 0 0 0 1 0 1 0.20 0.2%
Angle 17 15 10 13 21 76 15.20 13.3%
Left Turn 8 13 12 8 12 53 10.60 9.3%
Right Turn 0 1 0 1 0 2 0.40 0.3%
Sideswipe 5 8 21 17 14 65 13.00 11.4%
Backed Into 0 0 0 0 0 0 0.00 0.0%
Coll. w/ Parked Car 0 0 0 1 0 1 0.20 0.2%
Coll. w/ Pedestrian 4 0 2 2 0 8 1.60 1.4%
Coll. w/ Bicycle 0 3 1 2 1 7 1.40 1.2%
Fixed Object 13 10 18 9 16 66 13.20 11.5%
Ran Off Road 0 0 0 0 0 0 0.00 0.0%
Overturned 0 1 0 0 0 1 0.20 0.2%
Other 10 12 9 7 10 48 9.60 8.4%
Total Crashes 83 104 136 122 127 572 114.40 100.0%

SEVERITY PDO Crashes 44 62 88 92 86 372 74.40 65.0%
Fatal Crashes 0 0 0 1 1 2 0.40 0.3%
Injury Crashes 39 42 48 29 40 198 39.60 34.6%

LIGHTING Daylight 65 78 108 96 87 434 86.80 75.9%
CONDITIONS Dusk 2 4 6 4 1 17 3.40 3.0%

Dawn 0 1 2 1 1 5 1.00 0.9%
Dark 15 20 20 21 36 112 22.40 19.6%
Unknown 1 1 0 0 2 4 0.80 0.7%

SURFACE Dry 66 81 108 104 100 459 91.80 80.2%
CONDITIONS Wet 17 23 28 18 27 113 22.60 19.8%

Others 0 0 0 0 0 0 0.00 0.0%
HOUR 12:00 AM - 06:00 AM 7 6 5 6 10 34 6.80 5.9%
OF DAY 06:00 AM - 09:00 AM 8 16 14 12 12 62 12.40 10.8%

09:00 AM - 11:00 AM 13 12 11 15 11 62 12.40 10.8%
11:00 AM - 01:00 PM 7 10 26 10 12 65 13.00 11.4%
01:00 PM - 03:00 PM 10 11 18 16 15 70 14.00 12.2%
03:00 PM - 06:00 PM 17 23 33 35 34 142 28.40 24.8%
06:00 PM - 11:59 PM 21 26 29 28 33 137 27.40 24.0%
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3.11 SR 5/US 1/SOUTH DIXIE HIGHWAY INTERCHANGE 
 
SR 5/US 1/South Dixie Highway is a six-lane divided roadway that intersects with 
SR 826 at the southernmost limit. Figure 3-11 shows the influence area selected 
for the interchange and Table 3-11 summarizes the crash data within the influence 
area. 
 

 
Figure 3-11 – SR 5/US 1/South Dixie Highway Interchange Influence Area 

 
A total of 94 crashes occurred at the SR 5/US 1/South Dixie Highway interchange, 
with 21 crashes in 2011, 13 crashes in 2012, 17 crashes in 2013, 19 crashes in 2014 
and 24 crashes in 2015. Of the total crashes, 67 (71.30%) were “Property Damage 
Only” and 26 (27.7%) were “Injury”. There was one (1.1%) fatality reported in the 
referenced five-year period. Twenty-nine (30.9%) crashes occurred during 
dark/dawn/dusk lighting conditions, which is above than the Districtwide average 
of 29%. Wet roadway surface conditions were reported for 18 (19.1%) crashes, 
which is greater than the Districtwide average of 16%. 
 

N.T.S. 
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Table 3-11 – SR 5/US 1/South Dixie Highway Interchange Crash Summary 

 
 
The leading crash types include Rear-end with 32 (34.0%) and Sideswipe with 21 
(22.3%). Rear-end and Sideswipe type crashes are typical of highly congested 
roadways and signalized intersections. 

  

2011 2012 2013 2014 2015

CRASH TYPE Rear End 7 6 5 5 9 32 6.40 34.0%
Head On 0 0 0 0 0 0 0.00 0.0%
Angle 0 2 1 5 3 11 2.20 11.7%
Left Turn 0 0 1 0 0 1 0.20 1.1%
Right Turn 0 1 0 0 0 1 0.20 1.1%
Sideswipe 4 1 5 4 7 21 4.20 22.3%
Backed Into 0 0 0 0 0 0 0.00 0.0%
Coll. w/ Parked Car 0 0 0 0 0 0 0.00 0.0%
Coll. w/ Pedestrian 0 0 0 0 0 0 0.00 0.0%
Coll. w/ Bicycle 0 0 0 0 1 1 0.20 1.1%
Fixed Object 6 1 3 1 3 14 2.80 14.9%
Ran Off Road 0 0 0 0 0 0 0.00 0.0%
Overturned 0 0 0 0 0 0 0.00 0.0%
Other 4 2 2 4 1 13 2.60 13.8%
Total Crashes 21 13 17 19 24 94 18.80 100.0%

SEVERITY PDO Crashes 15 9 11 15 17 67 13.40 71.3%
Fatal Crashes 1 0 0 0 0 1 0.20 1.1%
Injury Crashes 5 4 6 4 7 26 5.20 27.7%

LIGHTING Daylight 11 7 14 16 17 65 13.00 69.1%
CONDITIONS Dusk 0 1 0 0 0 1 0.20 1.1%

Dawn 0 1 0 0 1 2 0.40 2.1%
Dark 10 4 3 3 6 26 5.20 27.7%
Unknown 0 0 0 0 0 0 0.00 0.0%

SURFACE Dry 19 9 12 16 20 76 15.20 80.9%
CONDITIONS Wet 2 4 5 3 4 18 3.60 19.1%

Others 0 0 0 0 0 0 0.00 0.0%
HOUR 12:00 AM - 06:00 AM 3 2 0 0 2 7 1.40 7.4%
OF DAY 06:00 AM - 09:00 AM 2 3 2 3 6 16 3.20 17.0%

09:00 AM - 11:00 AM 2 1 2 2 2 9 1.80 9.6%
11:00 AM - 01:00 PM 4 0 3 4 5 16 3.20 17.0%
01:00 PM - 03:00 PM 0 1 2 3 3 9 1.80 9.6%
03:00 PM - 06:00 PM 2 2 3 3 2 12 2.40 12.8%
06:00 PM - 11:59 PM 8 4 5 4 4 25 5.00 26.6%

SR 826 AT SR 5/US 1/South Dixie 
Highway

Year 

Number of Crashes
5 Year 
Total 

Crashes

Mean 
Crashes 

Per 
Year

%
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4.0 ARTERIAL AND INTERSECTION CRASH ANALYSIS 
 
The area of influence includes ten arterials that can be separated into state roads 
(on-system) and local roads (off-system). The on-system and off-system crash 
data, for a five-year period (January 2011 to December 2015) was summarized, 
and reviewed for the following ten locations: 

1. NW 25th Street Interchange signalized intersections (off-system) 
2. SR 968/Flagler Street from SW 82nd Avenue to SW 72nd Avenue 
3. SR 90/SW 8th Street from SW 82nd Avenue to SW 74th Avenue  
4. SW 24th Street/Coral Way from SW 82nd Avenue to SW 74th Avenue (off-

system) 
5. SR 976/Bird Road from SW 79th Avenue to SW 72nd Avenue  
6. SW 56th Street/Miller Drive from SW 77th Court to SW 72nd Avenue (off-

system) 
7. SR 986/Sunset Drive from SW 77th Court to SW 72nd Avenue 
8. SR 94/Kendall Drive from SW 79th Avenue to SW Dadeland Boulevard  
9. SW 98th Street from SW 77th Avenue to SW 73rd Court (off-system) 
10. SR 5/US 1 from SW 112th Street to SW 98th Street  
 

The crash data was obtained from the Department’s Crash Analysis Reporting 
System (CARS) and Signal4 Analytics System. The crash data was reviewed to 
remove any duplicated or irrelevant crashes – for example, any crash that was 
coded off the road in a parking lot, etc. Table 4-1 summarizes the crash statistics 
for all on-system and off-system roadway segments. Table 4-1 also compares the 
actual crash rates for all on-system roadways to the statewide and District Six 
average crash rates for the year 2015 only. No actual crash rates were calculated 
for off-system roadway segments. 
 
The following section summarizes the finding for each arterial within the defined 
area of influence. Crash data for each of the ten arterials is provided in Appendix 
D.  
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Table 4-1 – Arterial Crash Summary 

 
 

5-Years % 5-Years % 5-Years % 5-Years % 5-Years % 5-Years % 5-Years % 5-Years % 5-Years % 5-Years %
CRASH TYPE Rear End 499 57.8% 210 42.3% 129 50.2% 397 45.6% 369 49.1% 561 51.3% 15 35.7% 99 48.3% 284 41.0% 106 50.2%

Head On 0 0.0% 1 0.2% 0 0.0% 0 0.0% 0 0.0% 0 0.0% 3 7.1% 20 9.8% 70 10.1% 3 1.4%
Angle 101 11.7% 92 18.5% 69 26.8% 160 18.4% 120 16.0% 152 13.9% 2 4.8% 14 6.8% 44 6.3% 4 1.9%
Left Turn 29 3.4% 74 14.9% 20 7.8% 83 9.5% 68 9.0% 87 8.0% 4 9.5% 17 8.3% 98 14.1% 10 4.7%
Right Turn 3 0.3% 2 0.4% 3 1.2% 23 2.6% 14 1.9% 42 3.8% 3 7.1% 2 1.0% 13 1.9% 3 1.4%
Sideswipe 129 14.9% 60 12.1% 16 6.2% 135 15.5% 99 13.2% 159 14.5% 4 9.5% 21 10.2% 91 13.1% 62 29.4%
Backed Into 8 0.9% 0 0.0% 0 0.0% 3 0.3% 6 0.8% 4 0.4% 3 7.1% 2 1.0% 0 0.0% 3 1.4%
Coll. w/ Parked Car 2 0.2% 1 0.2% 0 0.0% 2 0.2% 3 0.4% 4 0.4% 2 4.8% 2 1.0% 0 0.0% 0 0.0%
Coll. w/ Pedestrian 4 0.5% 11 2.2% 0 0.0% 3 0.3% 4 0.5% 13 1.2% 1 2.4% 1 0.5% 6 0.9% 0 0.0%
Coll. w/ Bicycle 2 0.2% 6 1.2% 0 0.0% 3 0.3% 3 0.4% 5 0.5% 0 0.0% 0 0.0% 2 0.3% 0 0.0%
Fixed Object 19 2.2% 4 0.8% 4 1.6% 11 1.3% 24 3.2% 14 1.3% 0 0.0% 0 0.0% 0 0.0% 0 0.0%
Ran Off Road 0 0.0% 0 0.0% 0 0.0% 0 0.0% 0 0.0% 0 0.0% 0 0.0% 0 0.0% 12 1.7% 0 0.0%
Overturned 1 0.1% 0 0.0% 0 0.0% 0 0.0% 3 0.4% 0 0.0% 0 0.0% 1 0.5% 3 0.4% 1 0.5%
Other 66 7.6% 35 7.1% 16 6.2% 51 5.9% 39 5.2% 53 4.8% 5 11.9% 26 12.7% 70 10.1% 19 9.0%
Total Crashes 863 100% 496 100% 257 100% 871 100% 752 100% 1094 100% 42 100% 205 100% 693 100% 211 100%

SEVERITY PDO Crashes 667 77.3% 320 64.5% 186 72.4% 625 71.8% 546 72.6% 806 73.7% 38 90.5% 166 81.0% 568 82.0% 195 92.4%
Fatal Crashes 2 0.2% 2 0.4% 1 0.4% 2 0.2% 1 0.1% 4 0.4% 0 0.0% 0 0.0% 1 0.1% 0 0.0%
Injury Crashes 194 22.5% 174 35.1% 70 27.2% 244 28.0% 205 27.3% 284 26.0% 4 9.5% 39 19.0% 124 17.9% 16 7.6%

LIGHTING Daylight 655 75.9% 386 77.8% 188 73.2% 623 71.5% 570 75.8% 808 73.9% 37 88.1% 147 71.7% 487 70.3% 174 82.5%
CONDITIONS Night 206 23.9% 108 21.8% 69 26.8% 241 27.7% 179 23.8% 282 25.8% 3 7.1% 42 20.5% 115 16.6% 35 16.6%

Unknown 2 0.2% 2 0.4% 0 0.0% 7 0.8% 3 0.4% 4 0.4% 2 4.8% 16 7.8% 91 13.1% 2 0.9%
SURFACE Dry 733 84.9% 428 86.3% 220 85.6% 760 87.3% 632 84.0% 949 86.7% 36 85.7% 166 81.0% 542 78.2% 176 83.4%
CONDITIONS Wet 130 15.1% 68 13.7% 36 14.0% 110 12.6% 120 16.0% 145 13.3% 3 7.1% 18 8.8% 61 8.8% 31 14.7%

Others 0 0.0% 0 0.0% 1 0.4% 1 0.1% 0 0.0% 0 0.0% 3 7.1% 21 10.2% 90 13.0% 4 1.9%

--- --- --- --- --- --- --- ---

Notes:
Leading Type of Crashes

* The Year(s) Crashes were Abnormally High were determined using the Departments' CARS data provided in the crash statistics for each arterial segment and then verified with the Departments' 2015 High Crash List (HCL)
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4.1 NW 25TH STREET at SR 826 INTERCHANGE 
 
The three leading crash types along the study segment were Rear-end with 106 
crashes (50.2%), Sideswipe with 62 crashes (29.4%), and “Other” with 19 crashes 
(9%). There were no fatal crashes reported. No actual crash rate was calculated 
for this off-system roadway segment. 

4.2 SR 968/FLAGLER STREET from SW 82ND AVENUE to SW 72ND AVENUE 
 
The three leading crash types along the study segment were Rear-end with 561 
crashes (51.3%), Sideswipe crashes with 159 (14.5%), and Angle with 152 crashes 
(13.9%). Four fatal crashes (Pedestrian, Left-turn and Rear-end type) were 
reported. Furthermore, two distinct crash clusters were identified. The first one was 
noted at the intersection with W 79th Avenue, approximately at MP 0.733, and 
the second one, at the intersection with W 72nd Avenue, approximately at MP 
1.498. At the intersection of W 79th Avenue the leading type of crashes were Rear-
end and Sideswipe crashes, with 74, and 29 crashes respectively. Most Rear-end 
crashes are almost evenly distributed between the eastbound and westbound 
direction, combining a total of 85% of these types of crashes. On the other hand, 
Sideswipe crashes mainly occur in the westbound direction with a total of 59% of 
these types of crashes. At the intersection of W 72nd Avenue, the leading type of 
crashes were Rear-end with a total of 82 crashes. Most Rear-end crashes are 
almost evenly distributed between the eastbound and westbound direction. The 
actual crash rate for this segment is lower than the District Six average crash rate 
and higher than the statewide average crash rate for the year 2015 when 
compared to other corridors with similar functional classification - urban, 6+ lanes, 
2-way divided with a raised separator. 

4.3 SR 90/SW 8TH STREET from SW 82ND AVENUE to SW 74TH AVENUE 
 
The three leading crash types along the study segment were Rear-end with 369 
crashes (49.1%), Angle with 120 crashes (16%), and Sideswipe with 99 crashes 
(13.2%). One fatal crash (Left-turn type) was reported. The actual crash rate for 
this segment is lower than the District Six average crash rate and higher than the 
statewide average crash rate for the year 2015 when compared to other corridors 
with similar functional classification - urban, 4-5 lanes, 2-way divided with a raised 
separator. 
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4.4 SW 24TH STREET/CORAL WAY from SW 82ND AVENUE to SW 74TH AVENUE 
 
The three leading crash types along the study segment were Rear-end with 284 
crashes (41%), Left-turn with 98 crashes (14%), and Sideswipe with 91 crashes 
(13%). One fatal crash (Pedestrian type) was reported. No actual crash rate was 
calculated for this off-system roadway segment. 

4.5 SR 976/BIRD ROAD from SW 79TH AVENUE to SW 72ND AVENUE 
 
The three leading crash types along the study segment were Rear-end with 397 
crashes (45.6%), Angle with 160 crashes (18.4%), and Sideswipe with 135 crashes 
(15.5%). Two fatal crashes (Angle and Right-turn type) were reported. In a further 
analysis of the crash data at this location, it was noted that at the intersection 
with SR 826 ramp terminals, approximately at MP 4.170, there is a high 
concentration of Rear-end, Sideswipe, and Left-turn crashes with 75, 32 and 30 
crashes, respectively. In the analysis at the intersection, most Rear-end crashes 
occurred in the westbound direction representing 57% of all these types of 
crashes. Sideswipe crashes are almost evenly distributed between the eastbound 
and westbound direction, combining a total of 97% of these types of crashes. Left-
turn crashes appear to be associated to westbound Left-turn and the eastbound 
through directions and represent 97% of these types of crashes. The actual crash 
rate for this segment is lower than the District Six average crash rate and higher 
than the statewide average crash rate for the year 2015 when compared to other 
corridors with similar functional classification - urban, 6+ lanes, 2-way divided with 
a raised separator. 

4.6 SW 56TH STREET/MILLER DRIVE from SW 77TH COURT to SW 72ND AVENUE 
 
The three leading crash types along the study segment were Rear-end with 99 
crashes (48%), “Other” with 26 crashes (12.7%), and Sideswipe with 21 crashes 
(10%). There were not fatal crashes reported. No actual crash rate was calculated 
for this off-system roadway segment. 

4.7 SR 986/SUNSET DRIVE from SW 77TH COURT to SW 72ND AVENUE 
 
The three leading crash types along the study segment were Rear-end with 129 
crashes (50.2%), Angle with 69 crashes (26.8%), and Left-turn with 20 crashes 
(7.8%). One fatal crash (Angle type) was reported. The actual crash rate for this 
segment is lower than the District Six average crash rate and higher than the 



Crash Analysis Report  
SR 826/Palmetto Expressway PD&E Study 

 

Page 65 

statewide average crash rate for the year 2015 when compared to other corridors 
with similar functional classification - urban, 4-5 lanes, 2-way divided with a raised 
separator. 

4.8 SR 94/KENDALL DRIVE from SW 79TH AVENUE to SW DADELAND BOULEVARD 
 
The three leading crash types along the study segment were Rear-end with 210 
crashes (42.3%), Angle with 92 crashes (18.5%), and Left-turn with 74 crashes 
(14.9%). Two fatal crashes (Pedestrian and Left-turn type) were reported. In a 
further analysis of the crash data at this location, two distinct crash clusters were 
identified. The first one was noted on the stretch between SW 77th Court and the 
adjacent southbound SR 826 on-ramp, approximately at MP 10.028, and the 
second one, at the intersection with Dadeland Boulevard, approximately at MP 
10.390. Most of the crashes at the two cluster locations identified consist of Rear-
end, Sideswipe, and Left-turn crashes with a total of 180, combining a total of 
about 70% at these two intersections. The actual crash rate for this segment is 
lower than the District Six average crash rate and higher than the statewide 
average crash rate for the year 2015 when compared to other corridors with 
similar functional classification - urban, 6+ lanes, 2-way divided with a raised 
separator. 

4.9 SW 98TH STREET from SW 77TH AVENUE to SW 73RD COURT 
 
The three leading crash types along the study segment were Rear-end with 15 
crashes (36%), “Other” with 5 crashes (12%), and Sideswipe and Left-turn with 4 
crashes each (10%). There were no fatal crashes reported. No actual crash rate 
was calculated for this off-system roadway segment. 

4.10 SR 5/US 1 from SW 112TH STREET to SW 98TH STREET  
 
The three leading crash types along the study segment were Rear-end with 499 
crashes (57.8%), Sideswipe with 129 crashes (14.9%), and Angle with 101 crashes 
(11.7%). Two fatal crashes (Fixed-object type) were reported. In a further analysis 
of the crash data at this location, it was noted that at the intersection of SR 5/US1 
and SW 104th Street, approximately at MP 19.628, there is a high concentration of 
Rear-end and Sideswipe crashes. In the analysis at the intersection, most Rear-
end crashes occurred along the northbound direction representing 43% of all 
these types of crashes. On the other hand, Sideswipe crashes are mainly 
distributed between the northbound and southbound direction, almost evenly, 
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representing 72% of these types of crashes. The actual crash rate for this segment 
is lower than the District Six average crash rate and higher than the statewide 
average crash rate for the year 2015 when compared to other corridors with 
similar functional classification - urban, 6+ lanes, 2-way divided with a raised 
separator. 

5.0 SUMMARY OF FINDINGS 
 
SR 826/Palmetto Expressway: 

• Crash data on SR 826 from US 1 (Mile Post 0.000) to NW 25th Street (MP 8.586) 
was obtained from the FDOT CARS between January 1, 2011 and 
December 31, 2015. Overall, there were a total of 4,555 crashes during the 
five-year study period with 954 crashes in 2011, 868 crashes in 2012, 848 
crashes in 2013, 947 crashes in 2014 and 938 crashes in 2015 that occurred 
on SR 826 within the study limits. There were 3,111 (68.3%) “Property Damage 
Only Crashes”, 1,435 (31.5 %) “Injury Crashes” and 9 (0.2%) “Fatal Crashes”. 

• The actual crash rate for SR 826 within the study limits is greater than the 
average crash rate for other corridors with similar functional classification 
(urban – other limited access) in District Six for years 2011 and 2012. For years 
2013 through 2015. However, the actual crash rate is lower than the 
Districtwide average crash rate, which may be attributed to the increase 
in AADT during those years. When compared to the statewide average 
crash rates, the actual crash rate for SR 826 is greater in years 2011, 2012 
and 2014. Average crash rates are lower in years 2013 and 2015 compared 
to statewide averages. 

• The time periods with the greatest percentage of crashes occur from 6:00 
to 9:00 AM (17.2%) and from 3:00 PM to 6:00 PM (18.4%). These periods 
correlate with the typical AM and PM peaks, which experience the worst 
congestion during the day and indicates that most of the crashes can be 
attributed to traffic congestion rather than roadway design features.  

• The leading crash types include Rear-end with 2,618 (57.5%) crashes, 
Sideswipe with 849 (18.6%) crashes and Fixed-object with 482 (10.6%) 
crashes. Rear-end and Sideswipe type crashes are typical of highly 
congested roadways with frequent stop-and-go traffic conditions. Fixed-
object type crashes are typical on freeways with guardrails or concrete 
barriers like SR 826. The three leading contributing causes include “Careless 
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or Negligent Manner” (55%), “Other Contributing Action” (17%), and “No 
Contributing Action” (13%). 

• About 22% of the crashes occurred during wet surface conditions, which is 
greater than the five-year Districtwide average for all roadways of 16%. Of 
the total 4,555 crashes that occurred within the study limits of SR 826, 1,428 
(31%) crashes occurred during dark/dusk/dawn conditions, which is greater 
than the five-year Districtwide average of 29%.  

• Most crashes occurred between milepost ranges 6.0 – 6.5 (14%), 7.0 – 7.5 
(16%), and 8.0 – 8.5 (15%). These milepost ranges identified correspond with 
SR 826 interchanges at SR 90/SW 8th Street, SR 836/Dolphin Expressway and 
NW 25th Street, respectively. 

• The FDOT’s High Crash Lists for spots and segments were reviewed to identify 
whether any locations experienced an abnormally high number of crashes 
along SR 826 within the study limits. The major intersections (spots) and 
segments of SR 826 identified are between SR 976/Bird Road and NW 25th 
Street. This segment includes the SR 826 interchanges of SR 976/Bird Road, 
SW 24th Street/Coral Way, SR 90/SW 8th Street, SR 968/Flagler Street, SR 
836/Dolphin Expressway, and NW 25th Street. It’s important to note that 
within the referenced years (2011-2015), the FDOT project (FM#249581-1-52-
01) was under construction adding lanes along SR 826 from north of SR 
90/SW 8th Street to south of NW 25th Street. The MOT of this project may have 
attributed to the abnormally high number of crashes identified along this 
segment of SR 826. 

SR 836/Dolphin Expressway: 

• Crash data on SR 836 from SR 973/NW 87th Avenue (MP 2.788) to SR 
969/Milam Dairy Road (MP 5.000) was obtained from the FDOT CARS 
between January 1, 2011 and December 31, 2015. Overall, there were a 
total of 1,792 crashes during the five-year study period with 306 crashes in 
2011, 349 crashes in 2012, 385 crashes in 2013, 386 crashes in 2014 and 366 
crashes in 2015 that occurred on SR 836 within the study limits. There were 
1,213 (67.7%) “Property Damage Only Crashes”, 575 (32.1%) “Injury Crashes” 
and 4 (0.2%) “Fatal Crashes”. 

• The actual crash rate for SR 836 within the study limits is greater than the 
average crash rate for other corridors with similar functional classification 
(urban toll roads) in District Six for years 2011 through 2015. Furthermore, the 
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actual crash rate for SR 836 is also greater in all five-years when compared 
to the statewide average crash rates.  

• The time periods with the greatest percentage of crashes occur from 6:00 
to 9:00 AM (21.1%) and from 3:00 PM to 6:00 PM (14.3%). These periods 
correlate with the typical AM and PM peaks, which experience the worst 
congestion during the day and indicates that most of the crashes can be 
attributed to traffic congestion rather than roadway design features.  

• The leading crash types include Rear-end with 995 (55.5%) crashes, 
Sideswipe with 319 (17.8%) crashes and Fixed-object with 260 (14.5%) 
crashes. Rear-end and Sideswipe type crashes are typical of highly 
congested roadways with frequent stop-and-go traffic conditions. Fixed-
object type crashes are typical on freeways with guardrails or concrete 
barriers like SR 836. The three leading contributing causes include “Careless 
or Negligent Manner” (56%), “Other Contributing Action” (17%) and “No 
Contributing Action” (12%). 

• About 21% of the crashes occurred during wet surface conditions, which is 
greater than the five-year Districtwide average for all roadways of 16%. Of 
the total 1,792 crashes that occurred within the study limits of SR 836, 585 
(32.6%) crashes occurred during dark/dusk/dawn conditions, which is 
greater than the five-year Districtwide average of 29%. 

• Most crashes occurred between milepost range 4.3 – 4.8 (54%). This milepost 
range identified includes the northern part of SR 826 and the SR 836 
interchange at SR 969/Milam Dairy Road.  

• The FDOT’s High Crash Lists for spots and segments were reviewed to identify 
whether any locations experienced an abnormally high number of crashes 
along SR 836 within the study limits. Most of SR 836 within the study limits was 
identified in the 2011-2015 FDOT High Crash List. The major interchanges 
included SR 973/NW 87th Avenue, SR 826, and SR 969/Milam Dairy Road. Like 
SR 826, the FDOT project (FM#249581-1-52-01) was under construction 
adding lanes along SR 836 from NW 87th Avenue to NW 57th Avenue. The 
MOT of this project may have attributed to the abnormally high number of 
crashes identified along this segment of SR 836. 
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Interchanges: 

• The area of influence includes 11 interchanges with SR 826. Crash data was 
obtained from the FDOT CARS for the five-year period between January 1, 
2011 and December 31, 2015. 

• A total of 1,171 crashes occurred at the NW 25th Street interchange. The 
leading crash types include Rear-end with 674 (57.6%) and Sideswipe with 
256 (21.9%). Rear-end and Sideswipe type crashes are typical of highly 
congested roadways and interchanges. It should be noted that the NW 25th 
Street viaduct project (FM#251185-1-52-01) from NW 89th Court to SR 826 
was under construction during the referenced five-year period, with the 
heaviest construction occurring between 2014 and 2015. 

• A total of 2,048 crashes occurred at the SR 836 interchange. The leading 
crash types include Rear-end with 1,134 (55.4%), Sideswipe with 363 (17.7%) 
and Fixed-object with 313 (15.3%). Rear-end and Sideswipe type crashes 
are typical of highly congested roadways. Fixed-object type crashes are 
typical on freeways with guardrails or concrete barriers like SR 826 and SR 
836. 

• A total of 1,069 crashes occurred at the SR 968/Flagler Street interchange. 
The leading crash types include Rear-end with 639 (59.8%) and Sideswipe 
with 175 (16.4%). Rear-end and Sideswipe type crashes are typical of highly 
congested roadways and interchanges. 

• A total of 1,284 crashes occurred at the SR 90/SW 8th Street interchange. 
The leading crash types include Rear-end with 679 (52.9%) and Sideswipe 
with 202 (15.7%). Rear-end and Sideswipe type crashes are typical of highly 
congested roadways and interchanges. 

• A total of 1,280 crashes occurred at the SW 24th Street/Coral Way 
interchange. The leading crash types include Rear-end with 572 (44.7%) 
and Sideswipe with 185 (14.5%). Rear-end and Sideswipe type crashes are 
typical of highly congested roadways and interchanges. 

• A total of 1,131 crashes occurred at the SR 976/SW 40th Street/Bird Road 
interchange. The leading crash types include Rear-end with 667 (59.0%) 
and Sideswipe with 168 (14.9%). Rear-end and Sideswipe type crashes are 
typical of highly congested roadways and interchanges. 
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• A total of 85 crashes occurred at the SR 874/Don Shula Expressway 
interchange. The leading crash types include Rear-end with 37 (43.5%), 
Fixed-object with 25 (29.4%) and Sideswipe with 11 (12.9%). Rear-end and 
Sideswipe type crashes are typical of highly congested roadways. Fixed-
object type crashes are typical on freeways with guardrails or concrete 
barriers like SR 826 and SR 836. 

• A total of 464 crashes occurred at the SW 56th Street/Miller Drive 
interchange. The leading crash types include Rear-end with 228 (49.1%) 
and Sideswipe with 65 (14.0%). Rear-end and Sideswipe type crashes are 
typical of highly congested roadways and interchanges. 

• A total of 459 crashes occurred at the SR 986/SW 72nd Street/Sunset Drive 
interchange. The leading crash types include Rear-end with 275 (59.9%) 
and Angle with 60 (13.1%). Rear-end and Angle type crashes are typical of 
highly congested roadways and signalized intersections. 

• A total of 572 crashes occurred at the SR 94/SW 88th Street/Kendall Drive 
interchange. The leading crash types include Rear-end with 244 (42.7%) 
and Angle with 76 (13.3%). Rear-end and Angle type crashes are typical of 
highly congested roadways and signalized intersections. 

• A total of 94 crashes occurred at the SR 5/US 1/South Dixie Highway 
interchange. The leading crash types include Rear-end with 32 (34.0%) and 
Sideswipe with 21 (22.3%). Rear-end and Sideswipe type crashes are typical 
of highly congested roadways and signalized intersections. 

Arterials: 

• The area of influence includes ten arterials that can be separated into state 
roads (on-system) and local roads (off-system). The crash data was 
obtained from the FDOT CARS and Signal4 Analytics System for a five-year 
period between January 1, 2011 and December 31, 2015.  

• Overall, the three-leading type of crashes at the study arterials include 
Rear-end, Sideswipe and Angle crashes. These crash types are typical of 
highly congested roadways with signalized intersections. 

• Confidence Level Analysis indicates that the following locations are 
considered to have an abnormally high number of crashes in one of more 
years: 

o SR 94/Kendall Drive from SW 79th Avenue to SW Dadeland Boulevard 
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o SR 976/Bird Road from SW 79th Avenue to SW 72nd Avenue 
o SR 90/SW 8th Street from SW 82nd Avenue to SW 74th Avenue 
o SR 968/Flagler Street from SW 82nd Avenue to SW 72nd Avenue  

  
• There are no locations showing nighttime crashes abnormally high or above 

the FDOT Districtwide average of 29% for all the state roadways. 

• Overall, only SR 90/SW 8th Street from SW 82nd Avenue to SW 74th Avenue 
indicates that under wet pavement conditions crashes are abnormally high 
as the FDOT Districtwide average of 16% for all the state roadways. 

• The actual crash rates for all on-system roadways were compared to the 
District Six and statewide average crash rates for the year 2015 only. No 
actual crash rate was calculated for the off-system roadways. Based on this 
review, it was determined that the actual crash rate was lower than the 
District Six average but greater than the statewide average for all on-
system roadways. 
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